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Technical Memorandum

Date: 01 September 2010

To: Mr. John Hunt, de maximis, inc.
Mr. Bruce Thompson, de maximis, inc.

From: David Adilman, P.G., Geosyntec Consultants
Todd Creamer, P.G. Geosyntec Consultants

Subject:  Vapor Intrusion Assessment Update - 2250 and 2254 Main Street
Nuclear Metals Superfund Site,
Concord, Massachusetts

This memorandum summarizes an investigation of the potential for subsurface vapors originating from
volatile organic compounds (VOCs) in groundwater to impact indoor air in two structures (2250 Main
Street and 2254 Main Street) in Concord, Massachusetts. Geosyntec Consultants, Inc. (Geosyntec)
conducted this investigation based on a work plan provided to de maximis, inc. (de maximis) in a
memorandum dated 19 June 2009 and revised on 28 October 2009. The vapor intrusion assessment
was part of an ongoing Remedial Investigation (RI) at the Nuclear Metals, Inc. (NMI) Superfund Site
at 2229 Main Street. Vapor intrusion investigation activities were conducted in November and
December 2009 and June 2010, and included building surveys, sub-slab soil gas sampling, high purge
volume (HPV) sub-slab soil gas sampling, and outdoor air sampling.

Analysis of soil gas samples indicated concentrations of trichloroethene (TCE) less than 30 ug/m? in
sub-slab soil gas beneath one structure and no VOC detections beneath the other. Data analysis
indicates that the vapor intrusion exposure pathway is incomplete and no further action is
recommended.

INTRODUCTION AND CONCEPTUAL MODEL

The two buildings that were the subject of the vapor intrusion assessment overlie a small area
downgradient of the NMI Superfund Site in which VOCs, including TCE, have historically been
detected in groundwater. VOCs have been detected in groundwater at locations OW-1 and MW-1,
downgradient and upgradient, respectively, of the building at 2250 Main Street (see Figure 1). Several
rounds of groundwater sampling data reveal that the following analytes have been present historically
above reporting limits: 1,1,1-trichloroethane (1,1,1-TCA), 1,1,2-trichloroethane (1,1,2-TCA), 1,1-
dichloroethane (1,1-DCA), 1,1-dichloroethene (1,1-DCE), acetone, chloroform, cis-1,2-dichloroethene
(cis-1,2-DCE), tetrachloroethene (PCE), toluene, and TCE. TCE concentrations in groundwater have
exceeded the USEPA vapor intrusion screening value of 5 pg/L at both locations during the RI. In
November 2009, TCE was detected in groundwater monitoring wells MW-1 and OW-1 at
concentrations of 16.3 and 10.9 pg/L, respectively. The depth to groundwater ranges from
approximately 26 ft upgradient (i.e., to the south) of 2250 Main Street to 14 ft downgradient (i.e., to
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the north). Vadose zone soils on the property are stratified drift deposits comprising fine to medium
sand with some silt and a trace of fine gravel.

VOCs can be supplied to the vadose zone either by partitioning out of groundwater into deep soil gas
followed by upward diffusion into shallow soil gas, or by extrusion from indoor air to the subsurface
followed by downward diffusion. VOCs in the shallow vadose zone near a structure may be drawn
into indoor air by advection driven by relative building under pressurization (i.e., vapor intrusion),
which is most common during the heating season. Alternatively, VOCs from indoor air sources can
extrude into the subsurface during periods of relative building over pressurization (i.e., vapor
extrusion). The Massachusetts Department of Environmental Protection (MassDEP) found TCE to be
present in the indoor air of residences at other sites not located near subsurface sources at
concentrations ranging from 0.29 (50" percentile) to 0.8 pg/m* (90" percentile) (MassDEP, 2008).

METHODS

The investigation included data collection using a “multiple-lines-of-evidence” approach to evaluate
the vapor intrusion pathway, which provides greater confidence in the study’s conclusion than for
example, a single-line approach of sampling indoor air alone. The lines of evidence included walk-
through surveys of each building, sampling of sub-slab soil gas and outdoor air during different
seasons, comparison of sub-slab soil gas analytical results to indoor air screening values using the
USEPA (2002) generic attenuation factor, and the same comparison using a site-specific, modeled
attenuation factor. The following paragraphs describe each line of evidence that Geosyntec evaluated
as part of the investigation.

Building Surveys

Both buildings were surveyed by interviewing the property owner during a walkthrough of rooms on
the ground and first floors. The building surveys were performed to achieve the following objectives:

e assess construction characteristics, occupancy and usage of the buildings;
e identify air exchange and potential vapor intrusion pathways (e.g., slab penetrations);

¢ identify heating, ventilation and air conditioning (HVAC) operating parameters and practices;
and

e inventory chemicals present and used in the buildings (i.e., to evaluate potential indoor sources
of VOCs). A hand-held ppbRAE® photoionization detector (PID) was used during the
building walkthroughs to identify potential indoor sources of VOCs.

Sub-Slab Soil Gas Sampling

Sub-slab soil gas samples were collected during the heating season (22 November and 06 December
2009) and in the cooling season (06 June 2010) to assess a representative range of VOC concentrations
throughout a typical year. Sub-slab samples were collected on weekends, at the request of the land
owner, to avoid disturbance to building occupants. Heating season samples were collected at 2250
Main Street on 22 November 2009 and at 2254 Main Street on 06 December 2009. Two samples were
collected from each building. In June, two samples were collected from the same locations at 2250
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Main Street and one sample was collected from 2254 Main Street (2254SS-2). Sample locations are
indicated on Figures 2 and 3. In addition, blind duplicate samples were collected during each sampling
event. Field sampling forms are included in Attachment A.

Sub-slab probes were installed following guidance from the Reference Handbook for Site-Specific
Assessment of Subsurface Vapor Intrusion to Indoor Air (EPRI, 2005). Sub-slab probes consisted of a
ball-valve at the end of a 3/8-inch diameter brass pipe sealed into a hole drilled through the basement
slab with quick-setting hydrating cement. At each probe location, the valve was closed and the seals
were allowed to set for at least 15 minutes prior to beginning sampling activity. Next, the pressure
differential between the sub-slab and the interior of the building was measured and recorded at each
probe location.

A shroud was placed over each probe and approximately 5% to 20% helium was added to the shroud.
Helium was used as a tracer during purging, field screening and sampling to verify that no significant
amount of atmospheric air entered the sample through the annular seal between the floor slab and
probe or fittings in the sampling train. This ensures that the sample is representative of sub-slab soil
gas and not a mixture of sub-slab soil gas and indoor air. The helium concentration in the shroud and
the field-screened soil gas was recorded with a model MGD 2002 Helium Detector.

Prior to sample collection, each sub-slab probe was purged using a Tedlar® bag and lung box. A lung
box is an air-tight, hard-sided vessel with a flexible bag inside. The soil gas probe is connected to the
bag through a length of tubing and soil gas is induced to enter the bag by partially evacuating air from
inside the box and outside of the bag. Purged soil gas was field-screened using a PID, a LANDTEC
GEM™2000 landfill gas meter with CH,4, O, and CO, sensors, and the helium detector. Typically,
three bag volumes (approximately 3 L total) were purged from each probe and screened with all three
instruments on consecutive Tedlar® bag samples. After the difference between successive readings
declined to less than approximately 10%, the sampling train was isolated from the lung box and a
sample was collected directly into a 1L SUMMA™ canister through a 5 micron inline filter and flow
controller. During each of the two sampling events, one blind field duplicate sample was collected and
submitted to the laboratory for analysis.

High Purge Volume Sub-Slab Soil Gas Sampling

The building owner requested that sampling work be conducted in a way that would minimize tenant
disturbance; therefore, leased spaces in the basement were not used for sampling. To accommodate
the owner’s request and still meet project data quality objectives, a high purge volume (HPV) sub-slab
soil gas sample was collected from location 2250SS-2 on 22 November 2009. Data from HPV
sampling can be used to infer the spatial distribution of subsurface VOCs under the building, and the
HPV purge method yields a spatially-integrated sample which can allow better estimation of potential
impacts to indoor air due to vapor intrusion than traditional, small volume sub-slab samples.

After a traditional sub-slab sample was collected from location 2250SS-2, the temporary brass probe
was removed and the existing hole in the basement slab was drilled-out to 1-1/2” diameter to
accommodate the larger pipe used for the HPV sampling equipment. Using a Shop Vac® connected to
a length of two-inch PVC pipe, approximately 220,000 L of soil gas were removed at a steady flow
rate over a period of 63 minutes. During the high volume purge, a slip-stream of the extracted soil gas
was directed into a 6L SUMMA™ canister through a 5 micron inline filter and one-hour flow
controller, and five instantaneous sub-samples were also collected from the flow into a Tedlar® bag
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using a lung box. The Tedlar® bag samples were screened with the PID and LANDTEC GEM™2000
instruments. Periodically during the purge, a Dwyer® Series 471 Thermo-Anemometer was used to
measure the velocity of purged gas in the pipe. Extracted gas was vented to the outdoors through a
bathroom exhaust fan.

Outdoor Air Sampling

One outdoor air sample (22500A-1) was collected throughout each sampling event using a 6L
Summa™ canister with a 5 micron filter and a flow controller (calibrated to collect an 8-hour time
integrated sample) for analysis by USEPA Method TO-15 Low-Level. Low-Level analysis produces
reporting limits that are approximately one order of magnitude more sensitive than standard analysis.
Outdoor air samples were collected to assess the relative contribution of outdoor air to indoor air
quality. The Summa™ canister was placed on top of a stone wall beside the outdoor stairway that
leads from the main building down to the parking lot.

Laboratory Analysis

All samples were analyzed by Method TO-15 at Air Toxics Ltd. of Folsom, CA (ATL). The analyte
list for the sub-slab soil gas samples consisted of PCE, TCE and VC because these compounds had
been detected in groundwater historically. The laboratory reporting limits were approximately 4 to 6
ug/m® for the sub-slab soil gas samples, and approximately 0.4 to 1 pg/m? for the outdoor air samples.
The target analyte list was reduced to just TCE after the December 2009 sampling event; the first
sampling events were used to screen for PCE and VC as a conservative measure.

RESULTS
Building Surveys

During an initial site visit on 01 June 2009, Geosyntec learned that horizontal vent pipes were installed
beneath the basement slabs of both buildings during building construction (for possible future use as
part of a radon mitigation system). The perforated sub-slab pipes were laid in a one-foot thick layer of
crushed stone, are connected to vertical piping through interior building walls, and terminate within the
attic spaces. The pipe in the main building (2250 Main Street) was open-ended while the pipe in the
smaller building (2254 Main Street) was sealed. The property owner agreed to seal the pipe in the attic
of the main building prior to sample collection. Both buildings were constructed with the ground floor
built into the hillside to the south and as a walk-out to the north. Each has a first floor above and the
main building has a second floor. Both buildings are occupied and primarily used as commercial
office space, though there is a residence on the second (uppermost) floor of the main building. Both
buildings are surrounded by grass and landscaping, and separated by an outdoor stairway and a small
parking lot.

The building at 2250 Main Street was surveyed on 22 November 2009 and has a ground floor footprint
of approximately 2,900 ft2>. There are separate HVAC systems and air intakes on each floor. Total
VOC concentrations were measured with the PID in each room and ranged between 0.03 and 0.08
parts per million by volume (ppmv). The only through-going penetrations of the basement slab were
several pipes located in the mechanical room in the southwest corner against the southern wall
(Figure 2).
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The building at 2254 Main Street was surveyed on 06 December 2009 and has a ground floor footprint
of approximately 900 ft>. There are separate HVAC systems and air intakes on each floor. Total VOC
concentrations measured with the PID room by room ranged between 0.03 and 0.083 ppmv, except for
the garage space on the upper floor which ranged from 0.17 to 0.20 ppmv. No obvious indoor sources
of VOCs were identified in either building during the surveys, though the slightly elevated PID
readings from the upper floor garage may be derived from the occasional presence of a vehicle in that
space. An inventory of materials observed in each room of both buildings is presented in Table 1.

The weather on 22 November 2009 was clear and the temperature was 50° to 60° Fahrenheit (F). The
weather was clear and the temperature was 35° to 40° F on 06 December 2009. On 06 June 2010, the
weather was stormy with rain and the temperature was 75° F to 78° F. The natural gas-powered
heating system was in operation during sampling in both November and December.

Sub-Slab Soil Gas Sampling

A micromanometer was connected to each sub-slab soil gas probe prior to purging or sample collection
and both buildings were measured to be under pressurized by approximately 1 Pascal (Pa) (2250 Main
Street on 22 November) and 3 Pa (2254 Main Street on 06 December). On 06 June 2010, the same
measurements conducted with a Magnehelic® differential pressure gauge indicated that the basement
indoor air at 2250 Main Street was approximately neutral with respect to the subsurface (+2 Pa and -2
Pa) and 2254 Main Street was slightly over pressurized by approximately 1 Pa.

TCE was the only analyte detected in sub-slab soil gas samples and it was only detected in the main
building. Concentrations of TCE in the soil gas samples from under the main building ranged from 6.5
to 29 pg/m®. Results are presented in Table 2. Laboratory analytical reports and Level 1 data
validation checklists are included in Attachment B.

High Purge Volume Sub-Slab Soil Gas Sampling

Screening data from the Tedlar® bag samples showed the oxygen concentration rising from 20.0 to
20.6%, carbon dioxide falling from 0.6 to 0.2%, and the total organic vapor (TOV) falling from 0.139
to 0.043 ppmv throughout the purge. These measurements are consistent with a purge that began by
removing sub-slab soil gas, as indicated by the slightly depressed oxygen and slightly elevated carbon
dioxide and TOV, and progressed to wider areas of influence drawing gas from both diluting (e.g.,
carbon dioxide and TOV from deeper soil gas) and enriching (e.g., oxygen from the atmosphere)
sources. TCE, at a concentration of 10 pg/m°, was the only analyte detected in the Summa™ canister
sample. No HPV sample was collected in June.

Outdoor Air Sampling

VOCs were not detected in any of the outdoor air samples collected in November or December 2009 or
June 2010.

SUMMARY DISCUSSION AND RECOMMENDATIONS

In the smaller building (2254 Main Street), TCE was not detected in three sub-slab samples collected
over two different seasons. Two sub-slab soil gas samples were collected during the heating season
and one in late spring (June). The lack of TCE in sub-slab soil gas, combined with the low VOC
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concentrations detected in groundwater samples, are strong evidence for an incomplete vapor intrusion
pathway at this structure. No further action is recommended.

In the main building (2250 Main Street), TCE concentrations measured in discrete sub-slab soil gas
samples averaged 24 pg/m® in the late fall and approximately 13 pg/m® in late spring. The total
average over all four samples is approximately 19 pug/m®. Because the vapor intrusion investigation
was intended to assess the long-term exposure potential of building occupants to target compounds, the
total average (19 pg/m®) is the appropriate value to use for data evaluation because it is more
representative of sub-slab soil gas TCE concentrations over the long term than individual samples or
other averages.

The HPV sample (in which TCE was detected at a concentration of 10 ug/m®) and field screening data
support the representativeness of the averaged discrete sub-slab sampling results discussed above. As
previously discussed and as indicated in Table 3, soil gas removed from beneath the slab showed
steady changes during field screening throughout the purge. These data collected during the HPV
sampling did not indicate rising VOC concentrations that could be indicative of an isolated, high-
concentration source of TCE at some distance from the probe that could have been missed during
discrete sub-slab sampling. Soil gas withdrawn during the HPV was likely replaced by gas from
several sources, including indoor air leaked through joints and imperfections in the slab, deeper soil
gas with higher concentrations of TCE, shallow soil gas from beyond the footprint of the building, and
ultimately outdoor air from outside the footer walls. These differing contributions would likely have
diluted the recovered sample by a small factor overall. The relatively consistent concentration of
VOCs in sub-slab vapors from both sampling events together with the HPV sample supports the
conceptual model that the dominant source of TCE to the vadose zone is from groundwater.

Risk-based target indoor air TCE concentrations can be used as starting points to estimate the long-
term averaged sub-slab soil gas concentration that would pose an unacceptable risk to building
occupants by estimating the amount of dilution that occurs when sub-slab soil gas crosses the slab and
mixes with indoor air. The 1E-6 excess lifetime cancer risk (ELCR) indoor air target for a commercial
scenario is 6.1 pg/m®, assuming 25 years of occupation, 250 days per year, 8 hours each day. Using
the conservative “generic” sub-slab-to-indoor air attenuation factor of 0.1 from the USEPA OSWER
Guidance (2002), the TCE concentration in sub-slab soil gas would need to be greater than 61 pg/m? to
pose a potential ELCR above 1E-6. This threshold sub-slab soil gas concentration is more than any
individual measurement from the main building or the annualized average sub-slab concentration. A
second way to estimate a conservative, site-specific attenuation factor is to calculate the interior
volume of the building, multiply by a default hourly indoor air exchange rate and divide by the hourly
volume of soil gas entering the structure. Using conservative values for the rate of indoor air exchange
for a commercial structure (0.25 exchanges/hour) (USEPA, 2004) and for soil gas entry rates into
residential-sized structures (10 L/min) (Johnson, 2002), the modeled attenuation factor would be 0.004.
This value would allow for an average TCE concentration in the sub-slab of up to approximately
15,000 pg/m® before TCE concentrations in indoor air pose an ELCR above 1E-6. Assumptions used
in these calculations are provided in Table 4.

Based on multiple lines of evidence including VOC measurements in groundwater, VOC
measurements in the sub-slab over multiple seasons, and generic and modeled attenuation factors, it is
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the conclusion of this study that the vapor intrusion pathways to indoor air at both buildings are
incomplete and no further action is recommended.
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Table 1
Building Survey Summary

2250-2254 Main Street, West Concord, MA

Geosyntec Consultants

PID
Building | Level Room Area Reading [ Amount | Volume [Chemical Inventory
ppb
2250 Lower 40-80 10 lgal |Paint
1 l1gal |Mint Tastic All Purpose Cleaner
along west wall 1 5gal [Bucket of paint
1 lgal |Soft & Pure Cleaner
1 bag Away Germicidal Cleaner
north wall - west of 40-50 1 bottle |Oxy-Clean Max Force
door - -
1 bottle  |Shout Triple Acting Detergent
Mechanical 30-40 1 bottle  [Purex Complete
north wall - under 1 bottle [Purex Ultra Concentrate
sink 1 bottle  [Downey Fabric Softener
1 bottle [Clorox 2X Ultra
1 unit  |ABC fire extinguisher
north wall - cabinet 60 1 bottle  [Blue Eyes Plus - glass cleaner
above washer/dryer
at sink 50-56 1 bottle  |Soft Soap Antibacterial
at sink 50-60 1 bottle  |Soft Soap Antibacterial
Women's Bathroom 1 can Glade Super-Fresh Aerosol -
Commercial/Industrial Use
Hall Area and Base of Stairs 60 None
ugim’ south west office 57-62
B ’\;:ﬁg;,ims szlrt]r?rrct)rc]);fs) Basic_ office materials, no visible
meter. chemicals
60 Basic office materials, no visible
central entry room .
chemicals
. . 59-64 Basic office materials, no visible
Suite L-1 north west office chemicals
north east office 64 Basic_office materials, no visible
chemicals
office south of 60 Basic office materials, no visible
north east office chemicals
storage room in 58-62 Basic office materials, no visible
center of building chemicals
central area (east of | 35-45 Basic office materials, no visible
stairwell) chemicals
. 39 Basic office materials, no visible
east north office .
chemicals
. 39-40 Basic office materials, no visible
east central office .
chemicals
Suite L-2 south east corner 38-43 Basic office materials, no visible
office chemicals
. 37-42 Basic office materials, no visible
south central office .
chemicals
south of stiarwell, 36-42 Basic office materials, no visible

east of mechanical
room

chemicals
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Table 1
Building Survey Summary

2250-2254 Main Street, West Concord, MA

Geosyntec Consultants

PID
Building | Level Room Area Reading [ Amount | Volume [Chemical Inventory
ppb
2250 First . 54-63 Basic office materials, no visible
north office .
Floor Suite S-1 chemicals
. 58-60 Basic office materials, no visible
south side .
chemicals
56-63 Basic office materials, no visible
central entry room .
chemicals
kitchen 58-65 1 container |Clorox Wipes
58-65 1 bottle |Fantastic Oxy Power Cleaner
Suite S-2 kitchen - under sink 1 can Pledge Funiture Polish
1 bottle  |Windex Window Cleaner
1 can WD-40
. 54-60 Basic office materials, no visible
south side .
chemicals
. 51-60 Basic office materials, no visible
north side .
chemicals
. 58-60 Basic office materials, no visible
entry/ reception .
chemicals
60 Computer equipment, no visible
server room .
chemicals
. office on south east| 48-55 Basic office materials, no visible
Suite S-3 X .
side chemicals
office on north east| 45-52 Basic office materials, no visible
side chemicals
office on north west| 46-55 Basic office materials, no visible
side chemicals
Men's Bathroom all 64 None
Women's Bathroom all 60 None
2254 Lower 40-60 1 bottle |Rite Aid Glass Cleaner
1 gallon |Permazone Anti-Freeze
Armstone & Premiere Plastic Roof
1 can Cement
Storage cast wall 1 can Cabot Austalian Timber oil
g 1 can Bayer Pest Plus Germ Killer
1 can Ace Home Insect Control
1 tube  |DAP Durabond Concrete Plug
1 can Shoo Fly Hornet Spray
1 tube  |DAP - Alex Plus Window Caulking
North West Office all 45-55 Basw_offlce materials, no visible
chemicals
South West Work Room all 30-45 Basw_offlce materials, no visible
chemicals
70- - —
Lobby all 0-83 Computer equipment, no visible
Upper chemicals
= - - - —
North West Office all 55-70 Ba5|c.off|ce materials, no visible
chemicals
all 57-68 1 bottle  |Purell Hand Sanitizer
Bathroom 1 bottle  |Windex Window Cleaner
1 can Airwick Aerosol Air Freshener
175-200 Packing peanuts & bubble wrap, saw,
Garage east side of building taping machine (for packaging), no
visible chemicals
Notes:  PID = photoionization detector

ppb = parts per billion by volume
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Table 2

Laboratory Analytical Results Summary
2250-2254 Main Street, West Concord, MA

Geosyntec Consultants

Sample ID Date | Units [ Tetrachloroethene |  Trichloroethene |  Vinyl Chloride
Sub-slab Soil Gas

2250SS-1 11/22/2009 ug/m’ 8.1/U 29 3.0V
2250SS-1 6/6/2010 ug/m® -- 20 --
2250SS-2 11/22/2009 pg/m’ 7.8/U 19 2.9/U
2250SS-2 6/6/2010 ug/m® -- 6.5 -
BD-06062040 (Dup - 2250SS-2) 6/6/2010 ug/m® -- 6.0/U -
225455-1 12/6/2009 ug/m® 7.0V 5.5/U 2.6/U
2254SS-2 12/6/2009 ug/m® 7.9/U 6.3/U 3V
BD-1-12062009 (Dup - 2254SS-2) 12/6/2009 ug/m® 7.9/U 6.3/U 3/U
2254SS-2 6/6/2010 ug/m® -- 6.3/U -
2250HPV-2 11/22/2009 ug/m® 5.6/U 10/U 2.1/U
Outdoor Air

22500A-1 11/22/2009 ug/m® 1.0/U 0.81/U 0.38/U
22500A-1 6/6/2010 ug/m’® - 0.96/U --

Notes: "U" = Compound not detected above method quantitation limit, quantitation limit provided.

ug/m3 = Micrograms per cubic meter.

"--" = Sample not analyzed for given compound.
Bolded values represent compounds reported at concentrations above laboratory reporting limit.
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Table 3 Geosyntec Consultants

High Purge Volume Field Data Summary*
2250-2254 Main Street, West Concord, MA

Footprint Underslab pore Underslab
inside footers 7 03 pore volume
(ft2) volume” (ft°) (liters)
2800 980 27,750 Paint
Flow Interval Flow i
Time Time E_Iapesed VeIociFy (ft3) Inte(:i\fczlrglow Iglzvrc lal;tel;/se) Bu;;(;tt()f PID ppby Oxygen % CO, %
min feet/min
Start Flow 1452 0 5483 - - - - - - -
1457 5 5184 628 17,780 17,780 0.6 139 20.0 0.6
1510 18 5480 1543 43,698 61,478 2.2 75 20.4 0.3
1521 29 5630 1380 39,087 100,565 3.6 90 20.4 0.2
1531 39 5680 1289 36,506 137,072 4.9 80 20.4 0.2
1542 50 5440 1431 40,513 177,585 6.4 43 20.6 0.2
End Flow, 1555 63 1619 45,856 223,442 8.1 - - -
sum 7891 223,437

Notes: 1. HPV conducted on 22 November 2009, at sample location 225055-2, in 2250 Main Street.
2. It was assumed that the porosity of the engineered sub-base is 0.35, and the building owner indicated that the sub-base is 1-foot thick.
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Table 4 Geosyntec Consultants

Indoor Air Exchange Calculations for Main Building
2250-2254 Main Street, West Concord, MA

. . 2900 sq ft
Building footprint 269.4 sqm
Height of basement 55 m
Volume of basement 674 cubicm
674,000 liters
Indoor air exchange rate 1
0.25 exchanges/hour

Volume of air through basement level 4,044,000|  liters per day

Volumetric of soil gas entry into building® 10 liters per minute
14,400 liters per day

Attenuation factor 0.004 unitless

Notes: 1. 0.25 exchanges per hour is a conservative exchange rate for a commercial structure (User’s Guide for Evaluating Subsurface Vapor Intrusion
into Buildings, USEPA 2004).
2. The volumetric soil gas entry to a structure of 10 L/min is at the high end of an observed range from empirical studies compiled by Johnson
(2002).
3. The attenuation factor is a product of the volume of air in the basement level of 2250 Main Street, the hourly indoor air exchange rate and 24
hours per day, divided by the daily volumetric soil gas entry into the building.
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- ND = Non detect above the method detection limit

- Locations without results were not included on the figure.

- 2008 Ortho Imagery provided by MassGIS

- Base map data and environmental data layers obtained from MassGIS
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SUB—SLAB SOIL GAS SAMPLING POINT
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COMPLETED FIELD SAMPLING FORMS
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Geosyntec"
SOIL GAS PROBE MEASUREMENTS consultants
WWW.ZCOSYNIEC com
() Project Name: DAL Probe No. 2l ST 4 sub-siab probe 1 scil gas prebe

Date:

Wz LA

oA

Site Location; rm

W

i

Lamp: 1046 /11.7 eV

Project Number: Eﬁ!ziZIC s I?oe 2000 Serial No: 25T |{ of i

Landtech GEM 2800 Landfill Gas Mefer Serial No. dM: (,:?W% Z” L

Weather: \/QL‘“{ Mbh?"n

Field Personnel: s \ﬂV‘\SN@&\%

e,

Recorded By: [ A '\vﬁ&%

Tracer Gas: @Hel@um ] other

MDG 2002 Helium detector Serial NG.:

IDEx ;u‘{"l_

4O

@ surface Type: [] Asphalt [FrConcrete [] Grass [] Other

(@ 1 Casing Volume

@ Shut in test prior fo pneumatic test completed, 27\ ’; in. Ho,O held for@Seconds

- EiSub-slap
Surface Thickness fi émcbm;s‘r Jcentimeters [] Unknown <01 L @ Siart of Preumatic Test: % O DO
(i.e., asphalf or concrete) Soil gas probe {L) o Well Hood
Eigpsed Time P
[ . Flow Rate Vacuum
@ Initial Vacuum (prior ta pumping[T % ng in. HoO {mir1.) (LPM] in. HyO
: 2 SR 0.1 =
" - - ] e \,V\cw ] 0 Y A Cr
@ Field tubing blank reading (ppm,} completed? ves [INo PID Reading __ L2 1) mv 3_;%3 s Y 0.2 R
gt Lio0 0.5 O
Shut in test pricr }o purging complefed? Yes:*E No [£] ’ \ & @
@ Purging Tracer Gas VOCs
Date Start End Elapsed Bag Purge Cumutative CH, CO, Oy Shroud (%)} sqmple by PID
Time Time Time Valume Rate Volume {%) (%) (%} p/; v %) {perrt
{min.} L) (LPM] (4 Min Max | (ciicle one] | ¢
: o - Lot PR TN L B e - . A B s . - - - T F ]
WigUod | wrrre|iCl | $2357 | 1.9 200 C.cd | Q| (4.t | & |38 | s3] 244
. L. H e N r, P ey - . .
R\ DS SR -5 220 oo o (2|3 1% 284 | 23
[ T N v oo™
m 8 s nidg] 490
Alatied |1 42 WBA
VUM eE 15 Vi 2%

T

H10) Helium conceniration in field screened samples is less than 5% of minimum concentration in
the shroud? [ Yes No

Note: 1% helium = 10,000 ppm,

@ Shut in test prior fo sample collection compielied? Yes D NO L_ﬂ

SGF measvioments - fikmatic testingal

: @ Sample Ccollection

Inificd Vacuum

Final Vacuum

Date Time Sample I Summa Canister iD Flow Controller # | Vacuum Gauge # {in. Ha) fin. Hol
. T ] B A j\[ . . , O 4 5 - . . - 1&- |
11 QUL — o ik - 242l TO00 Bl Baec e 2895 Neoviedd
WA |Lzgp | 40801 3 40e \D U0 CLOOSHY 3018 | A58

- i
Comments: W

J&M xf’“’%\f \Otm N \L& \‘\cfw

udmkﬁ

I

e QE\MMM&\W o 0
il L’\c\l\ 3

b

y \M\&L‘L mm\\lé%&‘%

.,

Yy L.).
.": "L‘*,'-:'.?::}.S'- \w’&"\_ .\" '1-\ \ i R\A\} k %L&\dx b !%\

Lc\mv L A <pmoald
A u/\"'a\d‘&
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Pace 2 &2

SOIL GAS PROBE MEASUREMENTS

Geosyn

tec®

censultants

WWW.geosyntec.com

;v
(@) Project Name: . PN
Date: _i\ ;\‘Z;/ Lo\ A

Site Location:

Project Number:

Weather:

Field Personnei:

Recorded By:

Probe No.:
Mini Rae 2000 Serial No.:
Landtech GEM 2000 Landfili Gas Meter Serial No, M:
MDG 2002 Hetium detector Serial No..
Tracer Gas: L1 Helium [ Other

[ sub-siab probe

[ scil gas probe
Lamp: 106 /117 eV

@) surtace Type: [] Asphalt [[] Concrete [] Grass [[] Other. (3 1 Casing Volume (8) snut in test prior ta pneumatic test completed,____in. H,O held for ___seconds.
[ sub-siab
Surface Thickness inches/centimeters [ Unknown <0.1L @ Start of Pneumatic Test:
fi.e.. asphalt or concrete} Sait gas probe (L} o Woll Head
Elapsed Time P
i . ) . Flaw Rate Yacuum
@ initial Vacuum {prior fo pumping) in, HO {min.) (LPM} in. Hy,O
C.1
@ Field jubing blank reading {ppm,} completea? Clyes [CINe PID Reading ppmM, 0.2
. ) 0.5
Shut in fest prior to purging completed? Yes 1 No [
Purging Tracer Gas
@ VOCs
Date Start End Elapsed Bag Purge Cumulaiive CH, CO, 0, Shroud {%) Sample by PID
Time Time Time Valume Rate Volume (%) (%} (%) (ppm,, %) (prm,}
(min.] i) {LPM) {t) Min Max | (circle one) «g’m
) Fag it PR Ty vy 4 o t i T ; o o] o wF
YigHey  jizis L iggp £720 v giey i 2.0 o4 Vo & [ 2% 24 P i T |
I a2 . e ” s - 1 ¢ ) . ' # YT ‘s ™,
Clalod |imo (100 Fe | 14 10 25 |00 | 0.0 2e2los |2 |Beoag] CF
TR o1 B NP 5 ey b PR - . : . - - 5 - e . »
bl | W | Bev] L ey, £ Sl 1] 0l | 2S¢ 1u Sh 249

Helium concentration in field screened samples is less than 5% of minimum conceniration in

the shroud? [f]Yes [] No

Note: 1% helium = 10,000 ppm,

@ Shut in test prior to sample collection completed? Yes O N T

@ Sample Collection

VD

Date

Time

Sample ID

Initial Vacuum

Final Vacuum

Summa Canister D

Flow Cantroller #

Vacuum Gauge #

(ire.

Hal

fin. Hg)

Comments;

SGP meosurenients - proumolbs fesing.a




SOIL GAS PROBE MEASUREMENTS

Geosyntec”

consultants

WWW.SE0Syntec.com

@ Project Name: M\M\.\ Probe No.: :Q AR —A 4. sub-siab probe [ scil gos probe

Date: _% L\ A2\ S Project Number: ESRCEFAC Mini Rae 2000 Serol No: _25570 ~ 101 Fuzg T\ Lamp: 104 /117 eV
Site Locatian: ﬁ er o 1V e Landiech GEM 2000 Landiil Gas Meler Serial Na. : (=i (228 (oo . ke
Weather: [o- i-'-’c’ = (“ Ay MDG 2002 Helium detector Serial No.: 4 S%’;"‘ _ ’F\" )é:,\_,d ‘ﬁ%w

Field Persannel: L. ¥ f/f/m/ﬁ (g / AT 2 N

1 3&7\/&%‘?«

Recorded By:

Tracer Gas:

Helium [ other

@ surfoce Type: [] Asphalt. (d Concrete [J Gross [J Other. ®) 1 Casing Volume (&) shutin test prior ta pneumatic test compileted, &% in. H,C held for 1 seconds.
Y i @ Sub-siab
Surface Thickness A inches/centimeters  [] Unknown <0.1L (&) start of Pneumatic: Test: ViR
(i.e., aspholt or concrete} Soil gas probe (L} EI o Pump Well Head
: [y apsed ime Flow Rate Yocuum
@ tnitial Vocuum {prior fo pumping) i §/a= in. H,C A1 {min.} (LPM) in. H,O
ield tubi | g 0. 15 0. .00
@ Field tubing blank reading {ppm,) completed? E]Yes Ona PR Reoding W ppM, o = 0.2 - CJ’,L
L0 0.5 5 v
Shut in test prior ta purging completed? Yes [J No [@ e, G ﬁq
Purgin Tracer Gas
® EAL VOCs
Date Start End Elopsed Bog Purge Cumulotive CH. CO, 0, Shroud (%) Sample by PID
Time Time Time Vaiume Rate Valume (%) {%) (%) {pom,, %) e
(min.) (L} {LPA) (L) Min Max {circle ane) %
i 7 Ay | e Ee| PR / i i B = o P a
W/t 1w 30| 132088 {n L e WL Gl 128049 |2 | 7T | 0 I
P 7 SR 3 ot E ot . < 3 gl = P Ly
WD MATH |75 F e =, 2. o4 163 70:.C | 25 | B0 AT e
f ot G e % * { - Y g ~ i g g 2 - * 5 -
wlevles |1 13299 LY 200 40 O o | 45 | i 2B | Lem 322

Helium concentrotion in field screened samples is less than 5% of minimum concentratfion in
the shroud? []Yes [J No Note: 1% heliurm = 10,000 ppm,

@ Shut in test prior to sample collection completed? Yes [ No [J

@ Sample Callection

Flow Coniroller #

Yacuum Gouge #

Inifial Vacuum

Final vacuum

Daote Time Sample ID st Summa Canister ID ! :
P 1{561"9'1% o tin. Ha) (in. Hg)
in ey ) LB U5 09 geo0uys | 33 7 1l

5GP moosuremants - pngumolc 103tRo.gk

oo Conncd Qlome oacts o0 Shatnums




SOIL GAS PROBE MEASUREMENTS

ks, Tokee

Geosyntec®

consultants

WWW.ZE0syntec.com

Probe No.: _,;,_QC"‘\_D ‘s‘*’?g -

el

[ B sub-slab prebe

(@) Project Name: BAYPAG

Date: 1A\ 22\ 133

Landiech GEM 2000 Landfill Gas Meter Serial No. M: /—“M &3?775(

Project Number: B RS Mini Rae 2000 Serial No: 250 e FH T T~

O soil gas probe

Lamp: 10.6 /11.7 eVe,
‘; .

Site Locotiqg C' LV c’,::sti “ﬁ'ﬁ%ﬁ% o & — ot Pt
2 C o . i ol ot e
weather: Jtaaticty @—i&uc&ds 1 ol MDG 2002 Helium defoctor Serial No.. _ <k 0 FC T S i
. 3 o . e i g
Field Personnel (";X IRV S Map e Tracer Gas: L] Helium £=Li0ther }\Fﬁ\
Recorded By: (2 f/‘yﬂm&?ﬁi
(@ surface Type: [[] Asphalt [PFcConcrete [] Grass [] Other (® 1 Casing Volume (B shut in fest prior to pneumatic fest completed, in. HyO held for ___ seconds.
o 3 EPBub-slab
Surface Thickness ﬁ r@es/cenﬁmetem ] Unknown <0 L ® start of Pneumatic Test:
ie. halt i ) i
li.e.. asphalt ar concrete) Soft gas probe L) Flansed Time Pump Well Head
- . . . e Flow Rafe Yacuum
@ Initiat Vacuum (prior fo pumping} in. H,O (min.} (LPM) in. H,0
0.1
@ Field tubing biank reading (ppm,) completed? CJves [INa PID Reading ppm, 0.2
, . Q.5
Shut in fest priar to purging completed? Yes [] No []
@ Purging Tracer Gas
) VOCs
Date Start End Elapsed Bag Purge Cumuiative CH, CO, Qy Shroud (%) Sample by PID
Time Time Time: Volume Rate Yolume {%) (%) A {ppm,, %) {pom,)
{min.) {L} (LPM} (L Min Max [circle one}
R F ]
j48 L

Helium concentration in feld screened samples is less than 5% of minimum conceniraiion in

the shroud? [ 1Yes [] Mo

Note: 1% helium = 10,000 ppm,

@ Shut in fest prior to sample collectian completed? Yes O ~No |

@ Sample Caliection

Date

Time

Sample ID

Summa Canister 1D

Flow Controller #

Vacuum Gauge # tnitial Vacuum
{in. Hg)

Final YVacuum
{in. Hg}

55979

L0333

SO 44

Comments:

SGF moeuomants - HIOUMBNC 1L4EAG Ol




HPV TESTING

Geosyntec®

consultants

WA \\’.E.‘,{‘,OS)JHICC Loin

Project Name : ki\ ffm {

Probe ID: ;;)\r;z =y jd DY e

Project #: J’“?@Q w’? O

[H S A

Time at Start of Test:

l"’q’ - B oy’ Al Y - : T
Date: “ ! - :2“ ,/ 0 ‘:}I ; 3‘_ Mini Rae 2000 Serial #: Xtd?(») 1014 ?Z;/ M:) U]‘fl EF‘L}J(’“]__M
. ¥ d i x R S Y
Site Location: M"ﬁyvﬁf ; i/ l/lf Landtech GEM 2000 Serial #: T {:’i’? TN ) oz vqfqu
4 Y s . ©
Recorded by: [ Z/f/ﬂmé,’,&!m ;/S; /'%wf%xtraction Velacity (m/s), (ft/m):
abeg [&. Cas 12

Extraction Vacuum (in H,0):

Field Persor}iji: =
Weather; ,f f?/‘“./ '(,

Sample ID; 2 2SS0 [P )

{2t

Sample Type (pdm@ ((/"j Zm. /{/()Z”r) i C’ A«ri i-\:

Date: 1 (/2’2’ -

Sample Start Time:

Sample End Time:

3014+

Initial Canister Vacuum:

-z
POMS/Summa Can #:

Final Canister Vacuum:

O 0 B

Flow Cont. i

Dzj{;agai;))n PID {ppm} 0,% CO,% CH,% Comments (flow, vac, etc)
sz | = T = 1 = = [ g Ya swede
i?_ 55 T "J - -~ _ w ﬂ:f"#r S Lr ity TS L
/%/5' -~ fz?ﬂ.ﬁﬁ; 2.0 &l &L b 5 /5y ':Cg fon ‘v.u&&
[sw | 35" | 2oy | o2 0,0 | sd10fp~Qly U6
52, |-90 Jo4 | o.¢ |6 | 56R dpla” .
53] | 60 204 [0z | 0 n9] jaloots e C0ull
T 1 “bstsec, @l
sY2 | A% 2046 0.2 o0 | Sl @ |27
1556 | — — - - e Floe
/555 — — - T close i (oo
schudile | 90 21 p¥e T, |z 47’

HEW Y ot Form
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Geosyntec”

SOIL GAS PROBE MEASUREMENTS consultants

www.geosyntec .£om

Probe No.: 2w ?,%M%' .
¥ Mini Rae 2000 Serial No.: 150G oS
Landtech GEM 2000 Landfilt Gas Meier Sericl No M { ”\ - O a9

A WA
Rl A
{fﬁakﬁﬂs‘fwy £/

1 soil gas prabe
Lomp: 10.6 /11.7 eV

207

isub-siab probe

@) Project que:%

Date: _| ’f/!‘: i

Project Number:

Site Location:
A 7 O
weather: oot 20T ‘f sl MG 2002 Helium detector Serial No.: L2 A 55
/ 7y e o
Fieid Personnel:‘> i ?/f Ly ff/é““; / C}&”@n &4 Tracer Gas: ﬁ Helum L1 Other
Recorded By: _ L.z f@ R /7""7\
@ surface Type: [ Asphait [Q Concrete [ Grass [ Cther @ 1 Casing Volume @ Shut in test prior to pneumatic test completed. %"E in. H,O held for £¥sseconds.
o . 1] Sub-slab
S'urfoce Thickness __..£1 “inchesicentimeters L1 unknown <01 L (®) start of Pneumatic Test: VL ke
(i.e., asphalt or concrete] Soil gas probe {Li Pum Woh Head
Elapsed Time Flow Rz ie Vacuum
@ initict Vacuum [prior fo pumping) © ijq: T e i H2 {min.) ILPM] in. H,O
APy S
e Lo % 0.1 £ A
§ ing b i ted? [RIve No PID ing _{ i-L/ — p——
@ Frield tubing blank reading {epm,) completec es [ No PIDReading ppmMy o0 0.2 oo
7 , -y 150 B L. oy, BT
, . . f i by » ; ; o s )
Shut in test prics fo purging completed? Yesﬂ‘l\io O 55/33;7 Sey C,/ Cf { f%f; =
(3) Purging : 9 Tracer Gas
V(OCs
Date Start End Elapsed Bag Purge Cumulative CH, CO, o) Shraud (%) Sample by PiD
Time Time Time Volume Rate Volume (%) (%! (%) (opmy. %) {ppm,)
{rnin.) L (LPM} (L} Min hMax [circle one)
TN T Aot I < LS ~TE0 | e o C 70 | e |21 | s [ 33°
i P i3 . s - > - PR 3 a0y 5 e Lrage
T st d ) T 3 £ { ok IR BT e P “Gos
e rs T AR O V2) L <7 L e & o lzog | m | Wy | emem | A9
e 9 7 - iy
T T B s T e
- %

Helium concentration in fielc screened samples is less than 5% of minimum concentration in

Shut in test prior fo sample collection com leted? Yes No
the shroud? @ Yes [] No Note: 19 helium = 10,000 ppm, @ P B P O |

SGI meosoments - preumalc losting ot

@ Sampte Colleciion

initial Vacuum

Final Vacuum

Date Time Sampie iD summg Canister ID Flow Confroller # | Vacuum Gauge # in. Ha) (in. Ha

. in.
, 2 —r b D 2 * Le g o~ P T T o Y 3 i
b TR il | 28RS BIER N VOO0t A 2. BF [ 75

Comments: {3

'\‘,t“—
D

h A

H AV

i
4

"t Apns St o o DO et S0 Wit deo™Br Ao
v ooAaf 3 5 : !
: -/iz"i{> ol ‘/‘\%’Ou/?f L !“f\ )

s

m‘» mTy

e
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SOIL GAS PROBE MEASUREMENTS

Geosyn

consultants

tec®

wwiv.geasyntec.com

(D Project Namg: N\;\'\\\\
Date: \“Q»—\\a \0 S
Site Location: A \;\uf’:"b’ L V‘\/\ Pr

Project Number; _{¥ /&’ 7 !C “Mini Rae 2000 Serial No.: _ A5 |
Landtech GEM 2000 Landfll Gas Meter Serlol No.M:

Weather: WG 0TS Cg

MDG 2002 Helium detector Serial No.:

Field Personnelf?(\,mmvuux / % (5

Tracer Gas:

Probe No.: 3«1%\ A

[y

-~} .-
:{__r

[

Q*Sub-s%ob probe

gﬂf‘ -

1 scil gas probe
Lomp 106 /1.7 eV

o449 4‘3/1’/

~ 4 oesih

Bdbreiom T other

¢
H

-5 o : /
Recorded By: _Lo. 1¥ Ve e o) i~ gl et ,.,yg:;b;,"
ﬂ’j L, /;',/
cacer 04}
@ surtace Type: [] Asphait MQConcreTe O Grass [] Cther (® 1 Casing vaiume @ Shutin test P 'J\OI' to pneumohc fgst complefed,’{; A in. HQO held foree/ seconds. | -
4 [0 Sub-slab : ST i 141 S ,,;/ e Ay sf”%,—
K # W i - - =T Y
£., asp o Scilgasprobe _______ {L] - PUME well Head Lo b
- Elapsed Time =
. . M . - Flow Rate Vacuum
@ 1nitial Vacuum [prior to pumping)’ A §_s\~‘ in. HyO {min.) 1LPM) in. H,O
S 35 3o 0.1 o, &7 5
@ Field tubing blank reading {ppm,) completed? [Clves [LINo PID Reading pem, L 02 P
! N EOL . (_, -
| ——
) . . ) 55 8 0.5 A f )
Shut in test priar (o ng completed? Ye N W' . 5 . S {
e priario purging compiete : oLl “\Ai v—{’/ S F g eebefeb e T
® Purging Tracer Gas Ry
VOCs [AERE!
Date Start End Eapsed Bag Purge Cumulative CH, co, 0, $hroud {%) sample by PID o
Time Time Jime Volurme Rate Volume {%) [%} (%) ynv %} (ppm,}
{min.} L (LPM] (L) Min Man Eircle one)
i - . ;o ; B o : ot oy -y P L o
12 {85 g o' i L&D 1 K [ S - i 1/ga [R3.24 WYS G
i pom s ) L T = e o = . ,.;wa_ Y 7
Wolasd rzbts & Be [ z5 . & Jeii 9.7 % > | 26
k. - Pl . o } H e ! y I S ook ) by 3 <3
e TR % b it S P 9.9 | - Loz 4%;{ 7075
iz HO

@ Helium concentration in field screened samples is less than 5% of minimu
the shroud? [Ghves [] No

Note: 1% helium = 10,000 ppm,

m concenfration in

@ shutin fest prigr to sample collection completed? Yes [] No [
s T

P e ] ”’}i”\

@ Sample Collection

W

SGF meowrement; - proymatic lesling.ai

Date Time Sample ID Summa Canister iD Flow Controller # | Vacuum Gauge # Inifial Vacuum final Vacuum
{in. Hg) {in. Hg}
i i -~ i I8 ﬁ R /"? WL AR S Wil o W T . ;’: i — Y
VA RO | 2EORER T NTET Yy Al el by F 9
1 R 2 " £ - ,’ ' i NS S e ] oy ey
AT - %D’i O LA\ =C ooacs ~ 2 5 b
. i -~ .71 ¥ ,-—-"; - ; { 3 N ,:"‘. s -‘"'f""’{ e o : i ; \ e, i e
Comments: i;&'vif‘k’;? At /I if'v«\ =4 i'i‘;;lf:ﬂ‘ f-\': ‘\‘?Y/‘.";E.i;xkﬁ\.’ TN i /\‘\ //‘) \,\\}K& T e kY ;‘u\"\r"{”} b ?‘s'\‘b’\ e g E W iR \( "’}\_}{;
4 - ) Fomn o E . : T i
CINE L Cow S T NGB wm%\o-.w?,u\f V’\(&\ AR A D ey k
b - ) g “‘



Geosyntec®

consultants

SOlI. GAS PROBE MEASU REMENTS 130 Research Lane, Suite 2

Guelph, Ontario, Canada N1G 5G3
(519)822-2230 Fax (519)822-3151

SGP measuremenis - pneumaolic tesling.oi

. T o 7 s 8 ) N — .
@ Project Name: N - Mooy i Probe No.: 12&34’3% \ & sub-siab probe [ soil gas probe
Is Il T . . . ¢ -~ § a7
Date: fz@j (p [//7 A ~ Project Number: EQ@ Z/E@ Mini Rae 2000 Serial No.: 250 ~\O o002 Lamp: 10.6 / 11.7 eV
. R - N ) -
Site Locohon /?/V?LC'C%@{ s i ?7 Landtech GEM 2000 Landiill Gas Meter Serial No. M: (s WA V2o
weather: \\AQ\\ o' , C«‘m\’ﬁ &(w ASE AR MDG 2002 Helium detector Serial No.: L9 FC 2~
Field Personnel: \ Qz,\ﬁ/@wu\!«_\s ( eve \ Tracer Gas: B Helium [ Other '
Recorded By: L W\[’{\/@\L ;
@ surface Type: [] Asphait E[Concrete [ Grass [] Other @ 1 Casing Volume ® shutin test prior fo pn ohc te pleiecf‘ in. HyO held for-Useconas.
; e ] sub-siab 00 = ?é@% o lodils
Surface Thickness WCentlmeters 1 Unknown <0.1L @ Start of Pneumatic Test: C/,C/J’ z g
(i.e., asphalt or concrete) Soil gas probe (L) - o Pump Well Hoad
—_ apsed [ime Flow Rate Vacuum
@ initial Vacuum (prior to pumping) 0. O t in. H,O {min.) (LPM) in. H,O
TG 500 &30 —0t O F &2/
@ Field tubing blank reading (ppm,) completed? EYes [CINo PID Reading ﬂ j» PR, \{g v forj& /JCO{’? 0T s 0y .o 7/
— . 05
Shut in test prior to purging completed? Yes No [ %L,\ Joralia @ 3’;})_@;}—?
@ Purging lg\ﬁ}g}w&&/@\m ;\;\)\(L{,\c:‘.yv\ﬁ@\‘ Tracer Gas voc
X S
Date Start End Elapsed { Bag Purge Cumulative CH, CO, 0O, Shroud (%) Sample by PID
Time Time Time Volume Rate Volume (%) (%) (%) (ppty. %) +%sgm;)
(min.) (L) JalLPM) {t) - Min Max | (circle one)
Ww[e/©0  |emus | 048t |33 ! 250 mé}g,gh | 7 o 20 el os ieso | 19
‘, f‘x x"ﬂ; . I, Rl f“, —_— ) . Bt & e ” 2™
Llul@ lipoZialiony |Elegs> ] | e, w’,{ w7 = ~ FF oz -
/i, ~ , - . ) oo o i N
Ll lo@se| gt lonsy | 1 Py G4 O |et w3z |17 a3 |ast | &
T % o~ ~ AN “ T 4 s b : s’ P67 . P O ",
@/@léu irzo |was | (p 10 - 7 L & C.gv ez | T4 iz | 2060 Q
Wulio et od | 9117
o5
@ Helium concentrohon in field fcreened samples is less than 5% of minimum concentration in @ Shut in test prior to sample collection completed? Yes m’ No [
the shroud? [EYes [ Ko Note: 1% helium = 10,000 ppm,
@ Sample Collection /
Date Time Sample ID Summa Canister ID Flow Confroller # | Vacuum Gauge # Initial Vacuum Final Vacuum
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SOIL GAS PROBE MEASUREMENTS

Geosyn

tec®
consultants

130 Research Lane, Suite 2
Guelph, Ontario, Canada N1G 5G3

(519)822-2230

Fax (519)822-3151

Weather: L&(’Kt\ ‘E/L\FC;

Q%(,&(/(,L&(ﬁ <éx_¢*1 S

Recorded By:

Field Personnel‘

S /
{: A"’”ﬁﬁ/q A

Lo llovades

Tracer Gas:

laales

MDG 2002 Helium detector Serial No.:

B3 Helium O other

(0T

¥ ‘ i s < - 7
@ Project Name: AW — L&tx\\k/vi i Probe No.: Loy -S> - 3 sub-slab probe [ soeil gas probe
Date: _{& (5;\ 2&((,/ Project Number: £ Mini Rae 2000 Serial No.: _ 290 - 1O LT Lamp: 10.6 /11.7 eV
Site Location: { (o oo / VA - Landtech GEM 2000 Landill Gas Mefer Serial No. M: (i = V ZCZ -

@ Ssurface Type: [] Asphait {&] concrete [ Grass [ Other. ®) 1 Casing Volume ® S utin test pnor to pneumatic fest completed,z]_in. H,0 held for >Zseconds.
L Sub-slab Olaumei \lalip sl ol
. ; s, .
Surface Thickness L{ @es/cenhmeters D Unknown <0.1L @ Start of Pneumatic Test: (LR
i.e. halt f i
{i.e., asphalt or concrete) Soil gas probe {L) - PUMp well Head
Elapsed Time
@ " . . OO (min.) Flow Rate \’(‘N Vacuum
Initial Vacuum (prior to pumping) B in. H,O . ~{LEM) in. H,O
Field tubing blank readin m,) completed? Yes No PID Readin L - i } e e
g g (pPmy) P 9 peﬁ%vam 0.0 62 4D 5.0
DL As B SOU £.0e5
Shut in test prior to purging completed? Yes [] No [] TR L D GO A,
® Purging WA SR A Sepwadel.. Tracer Gas vocs
Date Start End Elapsed) Bag Purge Cumulative CHj4 CO, O, Shroud (%) Sample by PID
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Note: 1% helium = 10,000 ppm,

Helium concentration in field’ screened samples is less than 5% of minimum concentration in
the shroud? [N Yes [ N

@ Shut in test prior fo sample collection completed? Yes O noe

@ Sample Collection /
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Geosyntec®

consultants
SOIL GAS PROBE MEASU REMENTS i 130 Research Lane, Suite 2

Guelph, Ontario, Canada N1G 5G3
(519)822-2230 Fax (519)822-3151

SGP measurements - pneumofic lesting.ai

o N L F o o o " - ry
@ Project Name: Nl = el o Vo Probe No.: _ 2254 T L ﬁSUb—slob probe 1 soil gas probe
Date: (/5 {(‘ 2~/¢/" ’ Project Number: PO Mini Rae 2000 Serial No.: _ 250~ [N EocS2 Lamp: 10.6 /11.7 eV
] = -
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—— . : g AT 9 CHE 075, 2o | S 05
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Date Start End Elapsed Bag Purge Cumulative CH, CO, O, ¥  Shroud (%) Sample by PID
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ATTACHMENT B

LABORATORY REPORTS AND DATA
VALIDATION CHECKLISTS



Geosyntec®

Data Validation Checklist consultants
Level 1
Reviewed by: Laura Morales Review Date: 28-Dec-09
Project/Task No: BR0090/16*6
YES NO

ATTACHED TO THIS FORM: 1) DATA REPORT COVER SHEETS X

2) LABORATORY NARRATIVE: X
Site: NMI Sample Date: 22-Nov-09
Laboratory Report # 0911556A Report Date: 11 December 1009

Answer all questions "Yes" or "No". Any answer in a box requires commen

Review ltem

YES NO COMMENTS

Chain-of-custody correctly completed:

Transcription errors in chain-of-custody, field forms,

or lab reports.

All data requested received:

All analyses within holding times:

Surrogates within control for each sample:
Reporting Limits Elevated by greater than 10X:

Matrix Spike/Matrix Spike Duplicate (MS/MSD) n/a
within recovery control limits

Relative percent difference (RPD) within control n/a
limits based on MS/MSD results:

Laboratory Control Sample (LCS) within control limits: X

Continuing Calibration Verification (CCV) within

X

X

X
Compounds detected below reporting limit: | |

X

]

X 2250 OA-1 was outdoor air (background) sample.

On this COC, but data included in lab report: 0911556B.

J U U UkOFDL

control limits: X

Constituents detected above reporting limits in field

equipment, travel or method blank samples: | | n/a Final field pressures are consistent with lab receipt
pressures.

Any laboratory qualifiers applied to data: X

Laboratory corrective actions implemented: n/a

Are data acceptable quality:

EDD received:

EDD checked against hard copy:
EDD ready for upload:

Further Validation required:

Comments:

Bl

| X | Sample 2250SS-1 should be J-flagged in the database

because the helium concentration was >5% of
shroud concentration in pre-sample screening bag.

0| | OL

Final field pressures are consistent with lab receipt pressure (0.06" Hg - 0.15" Hg difference in measurements)

For sample 2250SS-1, the helium conc. in final screening bag (1.15%) was 5.7%o0f average shroud conc. (22%)
See attached correction factor calculation and data correction.

For sample 2250SS-2, the helium conc. in final screening bag (0.65%) was 3% of average shroud conc. (22%)



12/11/2009

Mr. Dave Adilman
GeoSyntec Consultants
289 Great Rd.

Acton MA 01720-4766

Project Name: NMI
Project #: BR0090
Workorder #: 0911556A

Dear Mr. Dave Adilman

The following report includes the data for the above referenced project for sample(s)
received on 11/24/2009 at Air Toxics Ltd.

The data and associated QC analyzed by Modified TO-15 are compliant with the project
requirements or laboratory criteria with the exception of the deviations noted in the
attached case narrative.

Thank you for choosing Air Toxics Ltd. for your air analysis needs. Air Toxics Ltd. is
committed to providing accurate data of the highest quality. Please feel free to contact

the Project Manager: Bryanna Langley at 916-985-1000 if you have any questions
regarding the data in this report.

Regards,

Bryanna Langley
Project Manager

180 BLUE RAVINE ROAD, SUITE B FOLSOM, CA - 95630
(916) 985-1000 .FAX (916) 985-1020
Hours 6:30 A.M to 5:30 PST
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CLIENT:

PHONE:
FAX:
DATE RECEIVED:

DATE COMPLETED:

FRACTION #

CERTIFIED BY:

s ) o

WORK ORDER #:

Work Order Summary

Mr. Dave Adilman
GeoSyntec Consultants
289 Great Rd.

Acton, MA 01720-4766

978-263-9588

11/24/2009
12/11/2009

NAME
2250S5-1
2250SS-2
2250HPV-2
2250HPV-2 Lab Duplicate
Lab Blank
Lab Blank
Lab Blank
ccv

ccv

ccv

LCS

LCS

LCS

e R Ay

Laboratory Director

0911556A

BILL TO:

P.O.#
PROJECT #
CONTACT:

TEST

Modified TO-15
Modified TO-15
Modified TO-15
Modified TO-15
Modified TO-15
Modified TO-15
Modified TO-15
Modified TO-15
Modified TO-15
Modified TO-15
Modified TO-15
Modified TO-15
Modified TO-15

Accounts Payable
GeoSyntec Consultants
5901 Broken Sound Parkway
Suite 300

BocaRaton, FL 33487

BR0O090 NMI
BryannaLangley

RECEIPT FINAL
VAC./PRES. PRESSURE
45"Hg 15 psi
35"Hg 15 psi
55"Hg 5 psi
55"Hg 5 psi
NA NA
NA NA
NA NA
NA NA
NA NA
NA NA
NA NA
NA NA
NA NA
12/11/09

DATE:

Certfication numbers. CA NELAP - 02110CA, LA NELAP/LELAP- Al 30763, NJNELAP- CA004

NY NELAP- 11291, UT NELAP - 9166389892, AZ Licensure AZ0719

Name of Accrediting Agency: NEL AP/Florida Department of Health, Scope of Application: Clean Air Act,
Accreditation number: E87680, Effective date: 07/01/09, Expiration date: 06/30/10

Air Toxics Ltd. certifies that the test results contained in this report meet al requirements of the NELAC standards

This report shall not be reproduced, except in full, without the written approval of Air Toxics Ltd.

180 BLUE RAVINE ROAD, SUITE B FOLSOM, CA - 95630
(916) 985-1000 . (800) 985-5955 . FAX (916) 985-1020
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Laboratory Services Since 1989

LABORATORY NARRATIVE
Modified TO-15
GeoSyntec Consultants
Workorder# 0911556A

Two 1 Liter Summa Canister and one 6 Liter Summa Canister samples were received on November 24,
2009. The laboratory performed andyss via modified EPA Method TO-15 usng GC/MS in the ful scan
mode.

This workorder was independently validated prior to submittal usng 'USEPA National Functiona Guiddines
as gengdly gpplied to the andyss of volaile organic compounds in air. A rules-based, logic driven,
independent vaidation engine was employed to assess completeness, evaduate passfail of rdevant project
quality control requirements and verification of dl quantified amounts.

Method modifications taken to run these samples are summarized in the table below. Specific project
requirements may over-ride the ATL modifications.

Requirement TO-15 ATL Madifications

Daily CCV </= 30% Difference </=30% Difference; Compounds exceeding this criterion
and associated data are flagged and narrated.

Sample collection media Summa canister ATL recommends use of summa canistersto insure data
defensihbility, but will report results from Tedlar bags at
client request

Method Detection Limit Follow 40CFR Pt.136 The MDL met all relevant requirements in Method TO-15

App.B (statistical MDL less than the LOQ). The concentration of

the spiked replicate may have exceeded 10X the calculated
MDL in some cases

Receiving Notes

There were no receiving discrepancies.
Analytical Notes

There were no andytica discrepancies.
Definition of Data Qualifying Flags

Eight qudifiers may have been used on the data andys's sheets and indicates as follows:

B - Compound present in laboratory blank greater than reporting limit (background subtraction no
performed).

J- Edimated value.

E - Exceeds ingrument cdibration range.

S - Saturated peak.

Q - Exceeds qudity control limits.

U - Compound anadyzed for but not detected above the reporting limit.

UJ Non-detected compound associated withlow biasinthe CCV

N - The identificationis based on presumptive evidence.
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Laboratory Services Since 1989

Hle extensons may have been used on the data andys's sheets and indicates
asfolows

aFile was requantified

b-File was quantified by a second column and detector

r1-File was requantified for the purpose of reissue
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Summary of Detected Compounds
MODIFIED EPA METHOD TO-15GC/MSFULL SCAN

Client Sample|D: 2250SS-1
Lab | D#: 0911556A-01A

Rot. Limit Amount Rpt. Limit Amount
Compound (ppbv) (ppbv) (ug/m3) (ug/m3)
Trichloroethene 12 5.4 6.4 29
Client Sample|D: 2250SS-2
Lab | D#: 0911556A-02A
Rpt. Limit Amount Rpt. Limit Amount
Compound (ppbv) (ppbv) (ug/m3) (ug/m3)
Trichloroethene 11 3.6 6.2 19
Client Sample ID: 2250HPV-2
Lab | D#: 0911556A-03A
Rot. Limit Amount Rpt. Limit Amount
Compound (ppbv) (ppbv) (ug/m3) (ug/m3)
Trichloroethene 0.82 1.9 4.4 10

Client Sample|D: 2250HPV-2 L ab Duplicate
Lab ID#: 0911556A-03AA

Rpot. Limit Amount Rpt. Limit Amount
Compound (ppbv) (ppbv) (ug/m3) (ug/m3)
Trichloroethene 0.82 2.0 4.4 11
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Client Sample|D: 2250SS-1
Lab ID# 0911556A-01A
MODIFIED EPA METHOD TO-15 GC/MSFULL SCAN

File Name: y120511 Date of Collection: 11/22/09 12:40:00 PM
Dil. Factor: 2.38 Date of Analysis: 12/5/09 02:34 PM

Rpot. Limit Amount Rpt. Limit Amount
Compound (ppbv) (ppbv) (ug/m3) (ug/m3)
Vinyl Chloride 12 Not Detected 3.0 Not Detected
Trichloroethene 12 54 6.4 29
Tetrachloroethene 1.2 Not Detected 8.1 Not Detected

Container Type: 1 Liter Summa Canister

Method
Surrogates %Recovery Limits
Toluene-d8 100 70-130
4-Bromofluorobenzene 118 70-130
1,2-Dichloroethane-d4 128 70-130
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Client Sample|D: 2250SS-2
Lab ID#: 0911556A-02A
MODIFIED EPA METHOD TO-15 GC/MSFULL SCAN

File Name: y120611 Date of Collection: 11/22/09 1:51:00 PM
Dil. Factor: 2.29 Date of Analysis: 12/6/09 02:25 PM

Rpot. Limit Amount Rpt. Limit Amount
Compound (ppbv) (ppbv) (ug/m3) (ug/m3)
Vinyl Chloride 11 Not Detected 2.9 Not Detected
Trichloroethene 11 3.6 6.2 19
Tetrachloroethene 11 Not Detected 7.8 Not Detected

Container Type: 1 Liter Summa Canister

Method
Surrogates %Recovery Limits
Toluene-d8 97 70-130
4-Bromofluorobenzene 114 70-130
1,2-Dichloroethane-d4 127 70-130
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Client Sample ID: 2250HPV-2
Lab ID#: 0911556A-03A
MODIFIED EPA METHOD TO-15 GC/MSFULL SCAN

File Name: y120713 Date of Collection: 11/22/09 3:55:00 PM
Dil. Factor: 1.64 Date of Analysis: 12/7/09 07:14 PM

Rpot. Limit Amount Rpt. Limit Amount
Compound (ppbv) (ppbv) (ug/m3) (ug/m3)
Vinyl Chloride 0.82 Not Detected 21 Not Detected
Trichloroethene 0.82 1.9 4.4 10
Tetrachloroethene 0.82 Not Detected 5.6 Not Detected

Container Type: 6 Liter Summa Canister

Method
Surrogates %Recovery Limits
Toluene-d8 96 70-130
4-Bromofluorobenzene 104 70-130
1,2-Dichloroethane-d4 111 70-130
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Client Sample|D: 2250HPV-2 Lab Duplicate
Lab ID#: 0911556A-03AA
MODIFIED EPA METHOD TO-15 GC/MSFULL SCAN

File Name: y120714 Date of Collection: 11/22/09 3:55:00 PM
Dil. Factor: 1.64 Date of Analysis: 12/7/09 07:48 PM

Rpot. Limit Amount Rpt. Limit Amount
Compound (ppbv) (ppbv) (ug/m3) (ug/m3)
Vinyl Chloride 0.82 Not Detected 21 Not Detected
Trichloroethene 0.82 20 4.4 11
Tetrachloroethene 0.82 Not Detected 5.6 Not Detected

Container Type: 6 Liter Summa Canister

Method
Surrogates %Recovery Limits
Toluene-d8 99 70-130
4-Bromofluorobenzene 102 70-130
1,2-Dichloroethane-d4 111 70-130
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Client Sample ID: Lab Blank
Lab I D#: 0911556A-04A
MODIFIED EPA METHOD TO-15 GC/MSFULL SCAN

File Name: y120505 Date of Collection: NA
Dil. Factor: 1.00 Date of Analysis: 12/5/09 10:11 AM

Rpot. Limit Amount Rpt. Limit Amount
Compound (ppbv) (ppbv) (ug/m3) (ug/m3)
Vinyl Chloride 0.50 Not Detected 13 Not Detected
Trichloroethene 0.50 Not Detected 2.7 Not Detected
Tetrachloroethene 0.50 Not Detected 34 Not Detected

Container Type: NA - Not Applicable

Method

Surrogates %Recovery Limits
Toluene-d8 102 70-130
4-Bromofluorobenzene 112 70-130
113 70-130

1,2-Dichloroethane-d4
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Client Sample ID: Lab Blank
Lab I D#: 0911556A-04B
MODIFIED EPA METHOD TO-15 GC/MSFULL SCAN

File Name: y120610 Date of Collection: NA
Dil. Factor: 1.00 Date of Analysis: 12/6/09 01:41 PM

Rpot. Limit Amount Rpt. Limit Amount
Compound (ppbv) (ppbv) (ug/m3) (ug/m3)
Vinyl Chloride 0.50 Not Detected 13 Not Detected
Trichloroethene 0.50 Not Detected 2.7 Not Detected
Tetrachloroethene 0.50 Not Detected 34 Not Detected

Container Type: NA - Not Applicable

Method

Surrogates %Recovery Limits
Toluene-d8 101 70-130
4-Bromofluorobenzene 114 70-130
116 70-130

1,2-Dichloroethane-d4
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Client Sample ID: Lab Blank
Lab I D#: 0911556A-04C
MODIFIED EPA METHOD TO-15 GC/MSFULL SCAN

File Name: y120704 Date of Collection: NA
Dil. Factor: 1.00 Date of Analysis: 12/7/09 01:24 PM

Rpot. Limit Amount Rpt. Limit Amount
Compound (ppbv) (ppbv) (ug/m3) (ug/m3)
Vinyl Chloride 0.50 Not Detected 13 Not Detected
Trichloroethene 0.50 Not Detected 2.7 Not Detected
Tetrachloroethene 0.50 Not Detected 34 Not Detected

Container Type: NA - Not Applicable

Method

Surrogates %Recovery Limits
Toluene-d8 99 70-130
4-Bromofluorobenzene 103 70-130
96 70-130

1,2-Dichloroethane-d4
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Client Sample|D: CCV
Lab I D#: 0911556A-05A
MODIFIED EPA METHOD TO-15 GC/MSFULL SCAN

File Name: y120502 Date of Collection: NA
Dil. Factor: 1.00 Date of Analysis: 12/5/09 07:59 AM
Compound %Recovery
Vinyl Chloride 86
Trichloroethene 99
Tetrachloroethene 98
Container Type: NA - Not Applicable

Method
Surrogates %Recovery Limits
Toluene-d8 104 70-130
4-Bromofluorobenzene 111 70-130
1,2-Dichloroethane-d4 115 70-130

Page 13 0of 18




Client Sample|D: CCV
Lab I D#: 0911556A-05B
MODIFIED EPA METHOD TO-15 GC/MSFULL SCAN

File Name: y120607 Date of Collection: NA
Dil. Factor: 1.00 Date of Analysis: 12/6/09 11:33 AM
Compound %Recovery
Vinyl Chloride 84
Trichloroethene 98
Tetrachloroethene 93
Container Type: NA - Not Applicable

Method
Surrogates %Recovery Limits
Toluene-d8 104 70-130
4-Bromofluorobenzene 113 70-130
1,2-Dichloroethane-d4 123 70-130
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Client Sample|D: CCV
Lab I D#: 0911556A-05C
MODIFIED EPA METHOD TO-15 GC/MSFULL SCAN

File Name: y120702 Date of Collection: NA
Dil. Factor: 1.00 Date of Analysis: 12/7/09 11:54 AM
Compound %Recovery
Vinyl Chloride 100
Trichloroethene 98
Tetrachloroethene 103
Container Type: NA - Not Applicable

Method
Surrogates %Recovery Limits
Toluene-d8 100 70-130
4-Bromofluorobenzene 100 70-130
1,2-Dichloroethane-d4 97 70-130
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Client Sample|D: LCS
Lab I D#: 0911556A-06A
MODIFIED EPA METHOD TO-15 GC/MSFULL SCAN

File Name: y120503 Date of Collection: NA
Dil. Factor: 1.00 Date of Analysis: 12/5/09 08:32 AM
Compound %Recovery
Vinyl Chloride 80
Trichloroethene 90
Tetrachloroethene 92
Container Type: NA - Not Applicable

Method
Surrogates %Recovery Limits
Toluene-d8 104 70-130
4-Bromofluorobenzene 113 70-130
1,2-Dichloroethane-d4 115 70-130
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Client Sample|D: LCS
Lab I D#: 0911556A-06B
MODIFIED EPA METHOD TO-15 GC/MSFULL SCAN

File Name: y120608 Date of Collection: NA
Dil. Factor: 1.00 Date of Analysis: 12/6/09 12:19 PM
Compound %Recovery
Vinyl Chloride 76
Trichloroethene 87
Tetrachloroethene 89
Container Type: NA - Not Applicable

Method
Surrogates %Recovery Limits
Toluene-d8 104 70-130
4-Bromofluorobenzene 118 70-130
1,2-Dichloroethane-d4 118 70-130

Page 17 of 18




Client Sample|D: LCS
Lab | D#: 0911556A-06C
MODIFIED EPA METHOD TO-15 GC/MSFULL SCAN

File Name: y120703 Date of Collection: NA
Dil. Factor: 1.00 Date of Analysis: 12/7/09 12:42 PM
Compound %Recovery
Vinyl Chloride 98
Trichloroethene 92
Tetrachloroethene 100
Container Type: NA - Not Applicable

Method
Surrogates %Recovery Limits
Toluene-d8 100 70-130
4-Bromofluorobenzene 106 70-130
1,2-Dichloroethane-d4 98 70-130

Page 18 of 18




h \ ‘I Sample Transporialion Notice
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ary kind. Agr Taw o Limites assumas no iabhiy with respect o the colledion, handling ar shipping j )
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Geosyntec®

Data Validation Checklist consultants
Level 1
Reviewed by: Laura Morales Review Date: 28-Dec-09
Project/Task No: BR0090/16*6
YES NO

ATTACHED TO THIS FORM: 1) DATA REPORT COVER SHEETS X

2) LABORATORY NARRATIVE: X
Site: NMI Sample Date: 22-Nov-09
Laboratory Report # 0911556B Report Date: 9 December 1009

Answer all questions "Yes" or "No". Any answer in a box requires commen

Review ltem YES NO COMMENTS

Chain-of-custody correctly completed:

Transcription errors in chain-of-custody, field forms, 2250 OA-1 was outdoor air (background) sample.

or lab reports. Reported in a separate lab report from the rest of the
samples on the COC.

All data requested received:

B

All analyses within holding times:

x

Surrogates within control for each sample:

X

X

X
Compounds detected below reporting limit: | |

X

Reporting Limits Elevated by greater than 10X:

Matrix Spike/Matrix Spike Duplicate (MS/MSD) n/a

within recovery control limits

Relative percent difference (RPD) within control n/a

limits based on MS/MSD results:

Laboratory Control Sample (LCS) within control limits: X

Continuing Calibration Verification (CCV) within
control limits: X

J U0 UkL

Constituents detected above reporting limits in field
equipment, travel or method blank samples: | | n/a

Any laboratory qualifiers applied to data:

Laboratory corrective actions implemented:

Are data acceptable quality:

EDD received:

EDD checked against hard copy:

EDD ready for upload:

JULLFR

Further Validation required:

Comments: Final field pressure is consistent with lab receipt pressure (0.5" Hg difference in measurements)




12/9/2009

Mr. Dave Adilman
GeoSyntec Consultants
289 Great Rd.

Acton MA 01720-4766

Project Name: NMI
Project #: BR0090
Workorder #: 0911556B

Dear Mr. Dave Adilman

The following report includes the data for the above referenced project for sample(s)
received on 11/24/2009 at Air Toxics Ltd.

The data and associated QC analyzed by Modified TO-15 are compliant with the
project requirements or laboratory criteria with the exception of the deviations noted in
the attached case narrative.

Thank you for choosing Air Toxics Ltd. for your air analysis needs. Air Toxics Ltd. is
committed to providing accurate data of the highest quality. Please feel free to contact

the Project Manager: Bryanna Langley at 916-985-1000 if you have any questions
regarding the data in this report.

Regards,

Bryanna Langley
Project Manager

180 BLUE RAVINE ROAD, SUITE B FOLSOM, CA - 95630
(916) 985-1000 .FAX (916) 985-1020
Hours 6:30 A.M to 5:30 PST
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WORK ORDER #. 0911556B
Work Order Summary

CLIENT: Mr. Dave Adilman BILL TO:  Accounts Payable

GeoSyntec Consultants GeoSyntec Consultants

289 Great Rd. 5901 Broken Sound Parkway

Acton, MA 01720-4766 Suite 300

Boca Raton, FL 33487
PHONE: 978-263-9588 P.O.#
FAX: PROJECT # BRO0090 NMI
DATE RECEIVED: 11/24/2009 CONTACT:  BryannaLangley
DATE COMPLETED: 12/09/2009
RECEIPT FINAL
FRACTION # NAME TEST VAC./PRES. PRESSURE
04A 22500A-1 Modified TO-15 3.4"Hg 5psi
05A Lab Blank Modified TO-15 NA NA
06A cecv Modified TO-15 NA NA
07A LCS Modified TO-15 NA NA
P ;.. } :3/) .--I":ff}-’;._p-;‘-?)z!zf-'?'f_w"

CERTIFEDBY: = AR & paTE: 12/09/09

Laboratory Director

Certfication numbers: CA NELAP - 02110CA, LA NELAP/LELAP- Al 30763, NJNELAP - CA004
NY NELAP - 11291, UT NELAP - 9166389892, AZ Licensure AZ0719

Name of Accrediting Agency: NELAP/Florida Department of Health, Scope of Application: Clean Air Act,

Accreditation number: E87680, Effective date: 07/01/09, Expiration date: 06/30/10

Air Toxics Ltd. certifies that the test results contained in this report meet al requirements of the NELAC standards

This report shall not be reproduced, except in full, without the written approval of Air Toxics Ltd.

180 BLUE RAVINE ROAD, SUITE B FOLSOM, CA - 95630
(916) 985-1000 . (800) 985-5955 . FAX (916) 985-1020
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Laboratory Services Since 1989

LABORATORY NARRATIVE
Modified TO-15
GeoSyntec Consultants
Workorder# 0911556B

One 6 Liter Summa Canister (100% Certified) sample was received on November 24, 2009. The
laboratory performed analysis viamodified EPA Method TO-15 using GC/MS in the full scan mode.

This workorder was independently validated prior to submittal using 'USEPA National Functional
Guidelines as generally applied to the analysis of volatile organic compounds in air. A rules-based,
logic driven, independent validation engine was employed to assess completeness, evaluate pass/fail
of relevant project quality control requirements and verification of all quantified amounts.

Method modifications taken to run these samples are summarized in the table below. Specific project
regquirements may over-ride the ATL modifications.

Requirement TO-15 ATL Modifications

ICAL %RSD acceptance criterial +- 30% RSD with 2 30% RSD with 4 compounds allowed out to < 40% RSD
compounds allowed out
to < 40% RSD

Daily Calibration +- 30% Difference </= 30% Difference with four allowed out up to </=40%.;

flag and narrate outliers

Blank and standards Zero air Nitrogen

Method Detection Limit Follow 40CFR Pt.136 The MDL met all relevant requirementsin Method TO-15
App.B (statistical MDL less than the LOQ). The concentration of

the spiked replicate may have exceeded 10X the
calculated MDL in some cases

Sample collection media Summa canister ATL recommends use of summa canistersto insure data
defensibility, but will report results from Tedlar bags at
client request

Receaiving Notes

There were no receiving discrepancies.

Analytical Notes

There were no analytical discrepancies.
Definition of Data Qualifying Flags

Eight qualifiers may have been used on the data analysis sheets and indicates as follows:

B - Compound present in laboratory blank greater than reporting limit (background subtractior
not performed).

J- Estimated value.

E - Exceeds instrument calibration range.

S - Saturated peak.

Q - Exceeds quality control limits.

U - Compound analyzed for but not detected above the reporting limit.
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Laboratory Services Since 1989

UJ- Non-detected compound associated with low bias in the CCV
N - Theidentification is based on presumptive evidence.

File extensions may have been used on the data analysis sheets and indicates
asfollows:

a-File was requantified

b-File was quantified by a second column and detector

r1-File was requantified for the purpose of reissue

Page 4 0of 9



Summary of Detected Compounds
MODIFIED EPA METHOD TO-15GC/MSFULL SCAN

Client Sample | D: 22500A-1

Lab | D#: 0911556B-04A
No Detections Were Found.
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Client Sample | D: 22500A-1
Lab ID#: 0911556B-04A
MODIFIED EPA METHOD TO-15 GC/MSFULL SCAN

File Name: 7120414 Date of Collection: 11/22/09 4:25:00 PM
Dil. Factor: 1.51 Date of Analysis: 12/4/09 07:29 PM

Rpt. Limit Amount Rpt. Limit Amount
Compound (ppbv) (ppbv) (ug/m3) (ug/m3)
Trichloroethene 0.15 Not Detected 0.81 Not Detected
Tetrachloroethene 0.15 Not Detected 1.0 Not Detected
Vinyl Chloride 0.15 Not Detected 0.38 Not Detected
Container Type: 6 Liter Summa Canister (100% Certified)

Method

Surrogates %Recovery Limits
1,2-Dichloroethane-d4 112 70-130
Toluene-d8 108 70-130
4-Bromofluorobenzene 104 70-130
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Client Sample ID: Lab Blank
Lab ID#: 0911556B-05A
MODIFIED EPA METHOD TO-15 GC/MSFULL SCAN

File Name: 2120413 Date of Collection: NA
Dil. Factor: 1.00 Date of Analysis: 12/4/09 06:38 PM

Rpt. Limit Amount Rpt. Limit Amount
Compound (ppbv) (ppbv) (ug/m3) (ug/m3)
Trichloroethene 0.10 Not Detected 0.54 Not Detected
Tetrachloroethene 0.10 Not Detected 0.68 Not Detected
Vinyl Chloride 0.10 Not Detected 0.26 Not Detected
Container Type: NA - Not Applicable

Method

Surrogates %Recovery Limits
1,2-Dichloroethane-d4 113 70-130
Toluene-d8 108 70-130
4-Bromofluorobenzene 100 70-130
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Client SampleID: CCV
Lab ID#: 0911556B-06A
MODIFIED EPA METHOD TO-15GC/MS

FULL SCAN

File Name: 2120407 Date of Collection: NA
Dil. Factor: 1.00 Date of Analysis: 12/4/09 12:50 PM
Compound %Recovery
Trichloroethene 107
Tetrachloroethene 100
Vinyl Chloride 105
Container Type: NA - Not Applicable

Method
Surrogates %Recovery Limits
1,2-Dichloroethane-d4 113 70-130
Toluene-d8 106 70-130
4-Bromofluorobenzene 96 70-130
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Client SampleID: LCS
Lab ID#: 0911556B-07A
MODIFIED EPA METHOD TO-15GC/MS

FULL SCAN

File Name: 2120403 Date of Collection: NA
Dil. Factor: 1.00 Date of Analysis: 12/4/09 10:21 AM
Compound %Recovery
Trichloroethene 108
Tetrachloroethene 109
Vinyl Chloride 106
Container Type: NA - Not Applicable

Method
Surrogates %Recovery Limits
1,2-Dichloroethane-d4 110 70-130
Toluene-d8 100 70-130
4-Bromofluorobenzene 96 70-130
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Air Toxics Ltd. Sample Receipt Confirmation Cover Page

Thank you for choosing Air Toxics Ltd. We have received your samples and have listed any
Sample Receipt Descrepancies below.

In order to expedite analysis and reporting, please review the attached information for accuracy.
For corrections call: Brvanna Lanaley at 916-985-1000

ATL will proceed with the analysis as specified on the Chain of Custody and Sample Receipt
Summary page.

Please note : The Sample Receipt Confirmation, including the total workorder charge, is
subject to change upon secondary review. Our aim is to provide a confirmation to you in a
timely manner. Sample Receipt Discrepancies, if any, may not include discrepancies

regarding sample receipt pressure(s). Additionally, the Chain of Custody (COC) will be
provided with the final report.

180 BLUE RAVINE ROAD, SUITE B FOLSOM, CA - 95630

(916) 985-1000 .FAX (916) 985-1020
Hours 6:30 A.M to 5:30 P.M. PST



SAMPLE RECEIPT SUMMARY

WORKORDER 0911556A
Date Promised: 12/10/09

Client
M. Dave Adil Phone Date Completed:
r. Dave Adilman ——

GeoSyntec Consultants 978-263-9588 Date Received: 11/24/09

289 Great Rd. Fax PO#:

Acton, MA 01720-4766 Project#. BR0O090 NMI

SolesRen:  TL Total $: $819.00

eSRep: Logged By: MW

Fraction Sample# Analysis Collected Amount$
01A 2250Ss-1 Modified TO-15 11/22/2009 $160.00
02A 2250SS-2 Modified TO-15 11/22/2009 $160.00
03A 2250HPV-2 Modified TO-15 11/22/2009 $160.00
Misc. Charges 1 Liter Summa Canister (3) @ $25.00 each., Shipment 69037 $75.00

6 Liter Summa Canister (1) @ $45.00 each., Shipment 69037 $45.00

6 Liter Summa Canister (100% Certified) (1) @ $80.00 each., Shipment 69 $80.00

Blue Body Flow Controller (4) @ $25.00 each., Shipment 69037 $100.00

Blue Body Flow Controller (100% Certified) (1) @ $25.00 each., Shipmen $25.00

Fitting w/ Pink Ferrule (7) @ $2.00 each. $14.00
Note: Samples received after 3 P.M. PST are considered to be received on the following work day.

Atlas Project Name/Profilet: Nuclear Metal/13657

BILL TO:  Accounts Payable
GeoSyntec Consultants
5901 Broken Sound Parkway Analysis Code: TO-14A
Suite 300
BocaRaton, FL 33487

TERMS
Reporting Method: Modified TO-15 (Sh)-1,4-Dioxane, TCE, PCE & VC

180 BLUE RAVINE ROAD, SUITE B FOLSOM, CA - 95630
(916) 985-1000 . (800) 985-5955 . FAX (916) 985-1020
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SAMPLE RECEIPT SUMMARY

WORKORDER 0911556B
Date Promised: 12/10/09

Client
Mr. Dave Adi Phone Date Completed:
r. Dave Adilman ——

GeoSyntec Consultants 978-263-9588 Date Received: 11/24/09

289 Great Rd. Fax PO#:

Acton, MA 01720-4766 Project#. BR0O090 NMI

SalesRen:  TL Total $: $185.00

SR Logged By: MW

Fraction Sample# Analysis Collected Amount$
04A 22500A-1 Modified TO-15 11/22/2009 $185.00
Note: Samples received after 3 P.M. PST are considered to be received on the following work day.

Atlas Project Name/Profilet: Nuclear Metal/13657

BILL TO:  Accounts Payable
GeoSyntec Consultants
5901 Broken Sound Parkway Analysis Code: pptv
Suite 300
BocaRaton, FL 33487

TERMS NET 90

Reporting Method: Modified TO-15-LL (Sh)-1,4-Dioxane, TCE, PCE& VC

180 BLUE RAVINE ROAD, SUITE B FOLSOM, CA - 95630
(916) 985-1000 . (800) 985-5955 . FAX (916) 985-1020
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Method : Modified TO-15 (Sh)-1,4-Dioxane, TCE, PCE & VC

CAS Number Compound Rpt. Limit (ppbv)
CAS Number Compound

75-01-4 Vinyl Chloride 0.50
79-01-6 Trichloroethene 0.50
123-91-1 1.4-Dioxane 2.0
127-18-4 Tetrachloroethene 0.50

CAS Number Surrogate Method Limits
2037-26-5 Toluene-d8 70-130
17060-07-0 1,2-Dichloroethane-d4 70-130
460-00-4 4-Bromofluorobenzene 70-130
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Method : Modified TO-15-LL (Sh)-1,4-Dioxane, TCE, PCE & VC

CAS Number Compound Rpt. Limit (ppbv)
CAS Number Compound

75-01-4 Vinyl Chloride 0.10
79-01-6 Trichloroethene 0.10
123-91-1 1.4-Dioxane 0.10
127-18-4 Tetrachloroethene 0.10

CAS Number Surrogate Method Limits
17060-07-0 1,2-Dichloroethane-d4 70-130
2037-26-5 Toluene-d8 70-130
460-00-4 4-Bromofluorobenzene 70-130
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Unreturned M edia/Equipment

The following medialequipment are outstanding:
Shipped on: Nov 17 2009 2:55PM

Equipment Type scd ID Outgtanding Qty Amount
1 Liter Summa Canister 12036 1 $750.00
1 Liter Summa Canister 34109 1 $750.00
1 Liter Summa Canister 34606 1 $750.00
1 Liter Summa Canister 34615 1 $750.00
6 Liter Summa Canister 94600 1 $750.00
Blue Body Flow Controller FC00146 1 $250.00
Blue Body Flow Controller FC00397 1 $250.00
Blue Body Flow Controller FC00752 1 $250.00
Blue Body Flow Controller FCO00905 1 $250.00
Blue Body Flow Controller fc6573 1 $250.00
Duplicate Sampling T 1 $5.00
Gauge-Vacuum 1 $50.00
Shipped on: Nov 18 2009 1:35PM

Equipment Type gcd ID Outstanding Qty Amount
Gauge-Vacuum 1 $50.00

180 BLUE RAVINE ROAD, SUITE B FOLSOM, CA - 95630

(916) 985-1000 .FAX (916) 985-1020
Hours 6:60 A.M to 5:30 P.M. PST
E-mail to:samplereceiving@airtoxics.com
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Geosyntec®

Data Validation Checklist consultants
Level 1
Reviewed by: Laura Morales Review Date: 28-Dec-09
Project/Task No: BR0090/16*6
YES NO

ATTACHED TO THIS FORM: 1) DATA REPORT COVER SHEETS X

2) LABORATORY NARRATIVE: X
Site: NMI Sample Date:  6-Dec-09
Laboratory Report # 912185 Report Date: 16 December 1009

Answer all questions "Yes" or "No". Any answer in a box requires commen

Review ltem YES NO COMMENTS

Chain-of-custody correctly completed:

Transcription errors in chain-of-custody, field forms,

or lab reports.

All data requested received:

Higgl

All analyses within holding times:

x

Surrogates within control for each sample:

X

X

X
Compounds detected below reporting limit: | |

X

Reporting Limits Elevated by greater than 10X:

Matrix Spike/Matrix Spike Duplicate (MS/MSD) n/a

within recovery control limits

Relative percent difference (RPD) within control n/a

limits based on MS/MSD results:

Laboratory Control Sample (LCS) within control limits: X

Continuing Calibration Verification (CCV) within
control limits: X

J U0 UkL

Constituents detected above reporting limits in field
equipment, travel or method blank samples: | | n/a

Any laboratory qualifiers applied to data:

Laboratory corrective actions implemented:

Are data acceptable quality:

EDD received:

EDD checked against hard copy:

EDD ready for upload:

JULLFR

Further Validation required:

Comments: Final field pressures are consistent with lab receipt pressure (0.53" Hg - 1.5" Hg difference in measurements)

For sample 2254SS-1, the helium conc. in final screening bag (0.25%) was 1.3% of average shroud conc. (18%)

For sample 2254SS-2, the helium conc. in final screening bag (0.44%) was 2.2% of average shroud conc. (20%)



12/16/2009

Mr. Dave Adilman
GeoSyntec Consultants
289 Great Rd.

Acton MA 01720-4766

Project Name: NMI
Project #: BR0090
Workorder #: 0912185

Dear Mr. Dave Adilman

The following report includes the data for the above referenced project for sample(s)
received on 12/8/2009 at Air Toxics Ltd.

The data and associated QC analyzed by Modified TO-15 are compliant with the project
requirements or laboratory criteria with the exception of the deviations noted in the
attached case narrative.

Thank you for choosing Air Toxics Ltd. for your air analysis needs. Air Toxics Ltd. is
committed to providing accurate data of the highest quality. Please feel free to contact

the Project Manager: Bryanna Langley at 916-985-1000 if you have any questions
regarding the data in this report.

Regards,

Bryanna Langley
Project Manager

180 BLUE RAVINE ROAD, SUITE B FOLSOM, CA - 95630
(916) 985-1000 .FAX (916) 985-1020
Hours 6:30 A.M to 5:30 PST
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CLIENT:

PHONE:
FAX:
DATE RECEIVED:

DATE COMPLETED:

FRACTION #
01A
02A
03A
04A
05A
06A

CERTIFIED BY:

WORK ORDER #:

0912185

Work Order Summary

Mr. Dave Adilman
GeoSyntec Consultants
289 Great Rd.

Acton, MA 01720-4766

978-263-9588

12/08/2009
12/16/2009

NAME
2254552
BD-1-12062009
2254551

Lab Blank
ccv

LCS

BILL TO:

P.O.#
PROJECT #
CONTACT:

TEST

Modified TO-15
Modified TO-15
Modified TO-15
Modified TO-15
Modified TO-15
Modified TO-15

;_' “-\f"zﬂ:&"’é_f’ .-_".Z‘r”.) LR R

Laboratory Director

Accounts Payable
GeoSyntec Consultants
5901 Broken Sound Parkway
Suite 300

BocaRaton, FL 33487

BR0O090 NMI
BryannaLangley

RECEIPT FINAL
VAC/PRES.  PRESSURE
40"Hg 15 psi
40"Hg 15 psi
0.5"Hg 15 psi
NA NA
NA NA
NA NA
12/16/09

DATE:

Certfication numbers. CA NELAP - 02110CA, LA NELAP/LELAP- Al 30763, NJNELAP- CA004

NY NELAP- 11291, UT NELAP - 9166389892, AZ Licensure AZ0719

Name of Accrediting Agency: NEL AP/Florida Department of Health, Scope of Application: Clean Air Act,
Accreditation number: E87680, Effective date: 07/01/09, Expiration date: 06/30/10

Air Toxics Ltd. certifies that the test results contained in this report meet al requirements of the NELAC standards

This report shall not be reproduced, except in full, without the written approval of Air Toxics Ltd.

180 BLUE RAVINE ROAD, SUITE B FOLSOM, CA - 95630
(916) 985-1000 . (800) 985-5955 . FAX (916) 985-1020
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Laboratory Services Since 1989

LABORATORY NARRATIVE
Modified TO-15
GeoSyntec Consultants
Workorder# 0912185

Three 1 Liter Summa Canister samples were received on December 08, 2009. The laboratory performed
andyss viamodified EPA Method TO-15 usng GC/MS in the full scan mode.

This workorder was independently vaidated prior to submittal usng 'USEPA Nationa Functiona Guiddines
as gengdly applied to the andyss of volaile organic compounds in air. A rules-based, logic driven,
independent vaidation engine was employed to assess completeness, evaduate passfal of rdevant project
quality control requirements and verification of dl quantified amounts.

Method modifications taken to run these samples are summarized in the table below. Specific project
requirements may over-ride the ATL modifications.

Requirement TO-15 ATL Maodifications

Daily CCV </= 30% Difference </= 30% Difference; Compounds exceeding this criterion
and associated data are flagged and narrated.

Sample collection media Summa canister ATL recommends use of summa canistersto insure data
defensibility, but will report results from Tedlar bags at
client request

Method Detection Limit Follow 40CFR Pt.136 The MDL met all relevant requirements in Method TO-15

App. B (stetistical MDL less than the LOQ). The concentration of

the spiked replicate may have exceeded 10X the calculated
MDL in some cases

Receiving Notes

There were no receiving discrepancies.
Analytical Notes

There were no andytica discrepancies.

Definition of Data Qualifying Flags

Eight qudifiers may have been used on the data andys's sheets and indicates as follows:

B - Compound present in laboratory blank greater than reporting limit (background subtraction no
performed).

J- Edimated value.

E - Exceeds ingrument cdibration range.

S - Saturated peak.

Q - Exceeds qudity control limits.

U - Compound anadyzed for but not detected above the reporting limit.

UJ Non-detected compound associated withlow biasinthe CCV

N - The identificationis based on presumptive evidence.
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Laboratory Services Since 1989

Hle extensons may have been used on the data andys's sheets and indicates
asfolows

aFile was requantified

b-File was quantified by a second column and detector

r1-File was requantified for the purpose of reissue
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Summary of Detected Compounds
MODIFIED EPA METHOD TO-15GC/MSFULL SCAN

Client Sample|D: 2254SS-2

Lab I D#: 0912185-01A
No Detections Were Found.

Client SampleD: BD-1-12062009

Lab | D#: 0912185-02A
No Detections Were Found.

Client Sample|D: 2254SS-1

Lab | D#: 0912185-03A
No Detections Were Found.
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Client Sample|D: 2254SS-2
Lab ID# 0912185-01A
MODIFIED EPA METHOD TO-15 GC/MSFULL SCAN

File Name: y121217 Date of Collection: 12/6/09 5:01:00 PM
Dil. Factor: 2.33 Date of Analysis: 12/12/09 08:48 PM
Rpot. Limit Amount Rpt. Limit Amount
Compound (ppbv) (ppbv) (ug/m3) (ug/m3)
Vinyl Chloride 12 Not Detected 3.0 Not Detected
Trichloroethene 1.2 Not Detected 6.3 Not Detected
Tetrachloroethene 12 Not Detected 7.9 Not Detected

Container Type: 1 Liter Summa Canister

Method
Surrogates %Recovery Limits
Toluene-d8 95 70-130
4-Bromofluorobenzene 104 70-130
1,2-Dichloroethane-d4 112 70-130
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Client Sample|D: BD-1-12062009
Lab ID# 0912185-02A
MODIFIED EPA METHOD TO-15 GC/MSFULL SCAN

File Name: y121218 Date of Collection: 12/6/09

Dil. Factor: 2.33 Date of Analysis: 12/12/09 09:27 PM
Rpot. Limit Amount Rpt. Limit Amount

Compound (ppbv) (ppbv) (ug/m3) (ug/m3)

Vinyl Chloride 12 Not Detected 3.0 Not Detected

Trichloroethene 1.2 Not Detected 6.3 Not Detected

Tetrachloroethene 12 Not Detected 7.9 Not Detected

Container Type: 1 Liter Summa Canister

Method
Surrogates %Recovery Limits
Toluene-d8 101 70-130
4-Bromofluorobenzene 109 70-130
1,2-Dichloroethane-d4 109 70-130
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Client Sample|D: 2254SS-1
Lab ID#: 0912185-03A
MODIFIED EPA METHOD TO-15 GC/MSFULL SCAN

File Name: y121219 Date of Collection: 12/6/09 6:16:00 PM
Dil. Factor: 2.05 Date of Analysis: 12/12/09 10:00 PM
Rpot. Limit Amount Rpt. Limit Amount
Compound (ppbv) (ppbv) (ug/m3) (ug/m3)
Vinyl Chloride 10 Not Detected 2.6 Not Detected
Trichloroethene 1.0 Not Detected 55 Not Detected
Tetrachloroethene 10 Not Detected 7.0 Not Detected

Container Type: 1 Liter Summa Canister

Method
Surrogates %Recovery Limits
Toluene-d8 94 70-130
4-Bromofluorobenzene 110 70-130
1,2-Dichloroethane-d4 112 70-130
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Client Sample ID: Lab Blank
Lab I D# 0912185-04A
MODIFIED EPA METHOD TO-15 GC/MSFULL SCAN

File Name: y121212 Date of Collection: NA

Dil. Factor: 1.00 Date of Analysis: 12/12/09 04:53 PM
Rpot. Limit Amount Rpt. Limit Amount

Compound (ppbv) (ppbv) (ug/m3) (ug/m3)

Vinyl Chloride 0.50 Not Detected 13 Not Detected

Trichloroethene 0.50 Not Detected 2.7 Not Detected

Tetrachloroethene 0.50 Not Detected 34 Not Detected

Container Type: NA - Not Applicable

Method

Surrogates %Recovery Limits
Toluene-d8 99 70-130
4-Bromofluorobenzene 105 70-130
107 70-130

1,2-Dichloroethane-d4
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Client Sample|D: CCV
Lab I D# 0912185-05A
MODIFIED EPA METHOD TO-15 GC/MSFULL SCAN

File Name: y121209 Date of Collection: NA
Dil. Factor: 1.00 Date of Analysis: 12/12/09 02:15 PM
Compound %Recovery
Vinyl Chloride 114
Trichloroethene 101
Tetrachloroethene 106
Container Type: NA - Not Applicable

Method
Surrogates %Recovery Limits
Toluene-d8 100 70-130
4-Bromofluorobenzene 101 70-130
1,2-Dichloroethane-d4 104 70-130
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Client Sample|D: LCS
Lab I D# 0912185-06A
MODIFIED EPA METHOD TO-15 GC/MSFULL SCAN

File Name: y121210 Date of Collection: NA
Dil. Factor: 1.00 Date of Analysis: 12/12/09 03:09 PM
Compound %Recovery
Vinyl Chloride 113
Trichloroethene 101
Tetrachloroethene 112
Container Type: NA - Not Applicable

Method
Surrogates %Recovery Limits
Toluene-d8 100 70-130
4-Bromofluorobenzene 104 70-130
1,2-Dichloroethane-d4 107 70-130
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Air Toxics Ltd. Sample Receipt Confirmation Cover Page

Thank you for choosing Air Toxics Ltd. We have received your samples and have listed any
Sample Receipt Descrepancies below.

In order to expedite analysis and reporting, please review the attached information for accuracy.
For corrections call: Brvanna Lanaley at 916-985-1000

ATL will proceed with the analysis as specified on the Chain of Custody and Sample Receipt
Summary page.

Please note : The Sample Receipt Confirmation, including the total workorder charge, is
subject to change upon secondary review. Our aim is to provide a confirmation to you in a
timely manner. Sample Receipt Discrepancies, if any, may not include discrepancies

regarding sample receipt pressure(s). Additionally, the Chain of Custody (COC) will be
provided with the final report.

180 BLUE RAVINE ROAD, SUITE B FOLSOM, CA - 95630

(916) 985-1000 .FAX (916) 985-1020
Hours 6:30 A.M to 5:30 P.M. PST



SAMPLE RECEIPT SUMMARY
WORKORDER 0912185

Client Date Promised: 12/22/09
M. Dave Adil Phone Date Completed:
r. Dave Adilman .

GeoSyntec Consultants 978-263-9588 Date Received: 12/8/09

289 Great Rd. Fax PO#:

Acton, MA 01720-4766 Project#. BR0O090 NMI

SolesRen:  TL Total $: $758.00

eSRep: Logged By: MG

Fraction Sample# Analysis Collected Amount$
01A 2254SS-2 Modified TO-15 12/6/2009 $160.00
02A BD-1-12062009 Modified TO-15 12/6/2009 $160.00
03A 2254SS-1 Modified TO-15 12/6/2009 $160.00
Misc. Charges 1 Liter Summa Canister (4) @ $25.00 each., Shipment 69037 $100.00

6 Liter Summa Canister (1) @ $45.00 each., Shipment 69037 $45.00

Blue Body Flow Controller (5) @ $25.00 each., Shipment 69037 $125.00

Duplicate Sampling T (1) @ $8.00 each. $3.00

Note:

BILL TO:

TERMS

Accounts Payable
GeoSyntec Consultants

5901 Broken Sound Parkway

Suite 300
BocaRaton, FL 33487

Samples received after 3 P.M. PST are considered to be received on the following work day.
Atlas Project Name/Profilet: Nuclear Metal/13657

Analysis Code: TO-14A

Reporting Method: Modified TO-15 (Sh)-PCE, TCE& VC

180 BLUE RAVINE ROAD, SUITE B FOLSOM, CA - 95630

(916) 985-1000 . (800) 985-5955 . FAX (916) 985-1020
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73 Air
TOoXICS L1D.

CHAIN-OF-CUSTODY RECORD

Sample Transportation Notice

Relinguishing 2ignatuye a0 this dacumes? indisatas that sample is baing 2nippad in complanca with
ail appheatla loos), State, Federal, nations, ard niematonal lzws, regulatiens and ordinances of
any kind, Air Toxkcs L miled assumes no liabillty with respect ic the ool ection, handling ar shipping
of thesz samples. Rslinquisqirg siarature also indicakes ageemst o hold hamedass, delar g,
and irgemnify Air Taxics Limited against amy clain, genand, o7 agtion, of any k'nd, re'ated 1o the
ccklection, hiandling, or shipplng of samees. DUO_T. Hatlios (300) 467-4322

180 BLUE RAVINE ROAD, S8UITE B
FOLSOM, CA 95630-4719
{816) 985-1000 FAX {315) 9851020

Fare I._l of |F|

Project Manager ?a?k bd? ?ﬁm&; e, ', # | Project Imfo: Turn Around [teb e Dely © . °
collected Dy ipim e S Loge s T PO # I \@“_.,__.__MHW_ .,Mww::m.&. i
. Gompany (areceiad2oa_y e foletan desFemil 1 Jf e .
pddress KBt (opgadt \ﬁ%nmm« _hn? Hedv Lot @_ G| ma_.@ﬂm%lmu@#@ U Rush Pessurization Gas:
u:a:mg Fax - Nnmw..: =74 prcject Name_ATVA sy DN He
o A_ Date TJime Canisler Pressurs/Nacuum
._.m_u 1. Field Sample |.D. {Location) Can#  of Collection of n_u__mﬂ_n:_ b:ﬂ____,w_mm Requcsicd Initial | Final Imnmi.. Final-
Ol 225482 232t lizp-tA (zol | TO-is | ety R
D%d B - 1200004, m.u,..rqs eler0d  — | YD-is _.ﬁm?ﬁ |
- 225452} 34109 B e e ~M.53-1aT)
. Eapiy jredl ! — — — e e
ma@r..hwk%. nwm....hbnu - —. e |..
: |
T
Fal . |
| _u_mﬁqam _n._mmm,.na by: *. mu_._m re) %@1_.:6 _ Notes:
A - L ik Nx.uu? \. AL Ealkh T L, % S |
o _anc_m:m. 5_ __mm.u:m.__.__‘mu_ Dﬁm i - F sz ;
Relinguished by: {signatura)  DaeTIme
Tap's - SHipper Name CAEBAIE o SUTTempPC) L - Condition n:ﬂaw Seals e Work Order#
L f 7 ” nhe | Lrrdh e Mo (NoRe) 00121

1

Form 1968 raw.™



Method : Modified TO-15 (Sh)-PCE, TCE & VC

CAS Number Compound Rpt. Limit (ppbv)
CAS Number Compound

75-01-4 Vinyl Chloride 0.50
79-01-6 Trichloroethene 0.50
127-18-4 Tetrachloroethene 0.50

CAS Number Surrogate Method Limits
2037-26-5 Toluene-d8 70-130
460-00-4 4-Bromofluorobenzene 70-130
17060-07-0 1.2-Dichloroethane-d4 70-130

Page 1



Unreturned M edia/Equipment

The following medialequipment are outstanding:
Shipped on: Nov 18 2009 1:35PM

Eoquipment Type dca ID Outstanding Oty Amount
Gauge-Vacuum 1 $50.00

180 BLUE RAVINE ROAD, SUITE B FOLSOM, CA - 95630

(916) 985-1000 .FAX (916) 985-1020
Hours 6:60 A.M to 5:30 P.M. PST
E-mail to:samplereceiving@airtoxics.com



73 Air
TOoXICS L1D.

CHAIN-OF-CUSTODY RECORD

Sample Transportation Notice

Relinguishing 2ignatuye a0 this dacumes? indisatas that sample is baing 2nippad in complanca with
ail appheatla loos), State, Federal, nations, ard niematonal lzws, regulatiens and ordinances of
any kind, Air Toxkcs L miled assumes no liabillty with respect ic the ool ection, handling ar shipping
of thesz samples. Rslinquisqirg siarature also indicakes ageemst o hold hamedass, delar g,
and irgemnify Air Taxics Limited against amy clain, genand, o7 agtion, of any k'nd, re'ated 1o the
ccklection, hiandling, or shipplng of samees. DUO_T. Hatlios (300) 467-4322

180 BLUE RAVINE ROAD, S8UITE B
FOLSOM, CA 95630-4719
{816) 985-1000 FAX {315) 9851020

Fare I._l of |F|

Project Manager ?a?k bd? ?ﬁm&; e, ', # | Project Imfo: Turn Around [teb e Dely © . °
collected Dy ipim e S Loge s T PO # I \@“_.,__.__MHW_ .,Mww::m.&. i
. Gompany (areceiad2oa_y e foletan desFemil 1 Jf e .
pddress KBt (opgadt \ﬁ%nmm« _hn? Hedv Lot @_ G| ma_.@ﬂm%lmu@#@ U Rush Pessurization Gas:
u:a:mg Fax - Nnmw..: =74 prcject Name_ATVA sy DN He
o A_ Date TJime Canisler Pressurs/Nacuum
._.m_u 1. Field Sample |.D. {Location) Can#  of Collection of n_u__mﬂ_n:_ b:ﬂ____,w_mm Requcsicd Initial | Final Imnmi.. Final-
Ol 225482 232t lizp-tA (zol | TO-is | ety R
D%d B - 1200004, m.u,..rqs eler0d  — | YD-is _.ﬁm?ﬁ |
- 225452} 34109 B e e ~M.53-1aT)
. Eapiy jredl ! — — — e e
ma@r..hwk%. nwm....hbnu - —. e |..
: |
T
Fal . |
| _u_mﬁqam _n._mmm,.na by: *. mu_._m re) %@1_.:6 _ Notes:
A - L ik Nx.uu? \. AL Ealkh T L, % S |
o _anc_m:m. 5_ __mm.u:m.__.__‘mu_ Dﬁm i - F sz ;
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Geosyntec®

Data Validation Checklist consultants
Level 1
g ; il
Reviewed by: L 4 u ¢ *z h 5:‘ oVl eSS Review Date: _ 4/ fff%f 2L
Project/Task No: A e A / iéméﬁ (o o n
YES NO
ATTACHED TO THIS FORM: 1) DATA REPORT COVER SHEETS ez
2) LABORATORY NARRATIVE: P
Site: Dol = cirle q / / Sample Date: __ (s ;i wf il
Laboratory Report # {00 (- 3i¢1 4 4 Report Date: /. { wa/f“ e
¥
Answer all questions "Yes" or "No". Any answer in a box requires comment
Review Item YES NO COMMENTS
Chain-of-custody correctly completed: X0

o «\i% é ppf(xwf{*’é,\”{” IS y‘*mﬁi&q w
Transcription errors in chain-of-custody, field forms, | > | P T E TS o) vas ; (2,

or lab reports.

All data requested received:

X
All analyses within holding times: s

Compounds detected below reporting limit: | |

Surrogates within control for each sample: S

Reporting Limits Elevated by greater than 10X: | |

Matrix Spike/Matrix Spike Duplicate (MS/MSD) =
within recovery control limits

Relative percent difference (RPD) within control
limits based on MS/MSD results:

Continuing Calibration Verification (CCV) within '
control limits: A

Constituents detected above reporting limits in field
equipment, travel or method blank samples:

Any laboratory qualifiers applied to data:

Are data acceptable quality:

EDD received:

EDD checked against hard copy:

1
o
]
X
Laboratory Control Sample (LCS) within control limits: A ] |
[ 1]
X
h'¢
[ 1

EDD ready for upload:

Laboratory corrective actions implemented: | . I
A
4
%

Further Validation required:

Comments:




CLIENT

PHONE:
FAX:

DATER
DATEC

ERACTI

01A
02A
03A
04A
05A
06A
07A

CERTIFI

Air Toxics Ltd. certifies that the test results contained in this report meet all requirements of the NELAC standards

WORK ORDER #:  1006319A
Work Order Summary

: Mr. Dave Adilman BILL TO:  Accounts Payable
GeoSyntec Consultants GeoSyntec Consultants
289 Great Rd. 5901 Broken Sound Parkway
Acton, MA 01720-4766 Suite 300
Boca Raton, FL 33487
978-263-9588 P.O.# BRO0090-16*6
PROJECT # BRO0090-16 NMI-Hurley VI
ECEIVED: 06/14/2010 CONTACT:  Ausha Scott
OMPLETED: 06/24/2010
RECEIPT FINAL
ON # NAME TEST VAC./PRES. PRESSURE
2250Ss-1 Modified TO-15 0.8"Hg 15ps
2250SSs-2 Modified TO-15 3.0"Hg 15ps
BD-06062010 Modified TO-15 2.8"Hg 15ps
2254SS-2 Modified TO-15 4.0"Hg 15ps
Lab Blank Modified TO-15 NA NA
cecv Modified TO-15 NA NA
LCS Modified TO-15 NA NA
T R, _._f'_:r”.) a{:'f_:’i’;..ﬁ-;-r}z:af-'?'{—-"'
ey, AR DATE:  06/25/10

Laboratory Director

Certfication numbers: CA NELAP - 02110CA, LA NELAP/LELAP- Al 30763,
NY NELAP - 11291, UT NELAP - 9166389892, AZ Licensure AZ0719
Name of Accrediting Agency: NEL AP/Florida Department of Health, Scope of Application: Clean Air Act,
Accreditation number: E87680, Effective date: 07/01/09, Expiration date: 06/30/10

This report shall not be reproduced, except in full, without the written approval of Air Toxics Ltd.

180 BLUE RAVINE ROAD, SUITE B FOLSOM, CA - 95630
(916) 985-1000 . (800) 985-5955 . FAX (916) 985-1020
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Laboratory Services Since 1989

LABORATORY NARRATIVE
Modified TO-15
GeoSyntec Consultants
Workorder# 1006319A

Four 1 Liter Summa Canister (100% Certified) samples were received on June 14, 2010. The
laboratory performed analyss via modified EPA Method TO-15 using GC/MS in the full scan mode.

This workorder was independently validated prior to submittal using 'USEPA National Functional
Guiddines as generally applied to the anadyss of volatile organic compounds in air. A rules-based,
logic driven, independent validation engine was employed to assess completeness, evaluate pass/fail of
relevant project quality control requirements and verification of al quantified amounts.

Method modifications taken to run these samples are summarized in the table below. Specific project
requirements may over-ride the ATL modifications.

Requirement TO-15 ATL Modifications

Daily CCV </=30% Difference </= 30% Difference; Compounds exceeding this criterion
and associated data are flagged and narrated.

Sample collection media Summa canister ATL recommends use of summa canisters to insure data
defensibility, but will report results from Tedlar bags at
client request

Method Detection Limit Follow 40CFR Pt.136 The MDL met al relevant requirements in Method

App. B TO-15 (statistical MDL less than the LOQ). The

concentration of the spiked replicate may have exceeded
10X the calculated MDL in some cases

Recaiving Notes

The Chain of Custody (COC) information for sample 2254SS-2 did not match the entry on the sample
tag with regard to sample identification. The information on the COC was used to process and report
the sample.

Analytical Notes

There were no anaytical discrepancies.

Definition of Data Qualifying Flags

Eight qualifiers may have been used on the data analysis sheets and indicates as follows:

B - Compound present in laboratory blank greater than reporting limit (background subtraction not
performed).

J- Estimated value.

E - Exceedsinstrument calibration range.

S - Saturated peak.

Q - Exceeds quality control limits.

U - Compound analyzed for but not detected above the reporting limit.
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Laboratory Services Since 1989

UJ- Non-detected compound associated with low biasin the CCV
N - The identification is based on presumptive evidence.

File extensions may have been used on the data anays's sheets and indicates
asfollows:

aFile was requantified

b-File was quantified by a second column and detector

r1-File was requantified for the purpose of reissue

Page 4 of 12



Summary of Detected Compounds
MODIFIED EPA METHOD TO-15 GC/MSFULL SCAN

Client Sample 1D: 2250SS-1
Lab I D#: 1006319A-01A

Rpt. Limit Amount Rpt. Limit Amount
Compound (ppbv) (ppbv) (ug/m3) (ug/m3)
Trichloroethene 1.0 3.8 5.6 20
Client Sample I D: 2250SS-2
Lab ID#: 1006319A-02A
Rpt. Limit Amount Rpt. Limit Amount
Compound (ppbv) (ppbv) (ug/m3) (ug/m3)
Trichloroethene 1.1 1.2 6.0 6.5

Client Sample 1D: BD-06062010

Lab | D#: 1006319A-03A
No Detections Were Found.

Client Sample I D: 2254SS-2

Lab | D#: 1006319A-04A
No Detections Were Found.
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Client Sample |1D: 2250SS-1
Lab ID#: 1006319A-01A
MODIFIED EPA METHOD TO-15 GC/MSFULL SCAN

File Name: 6062207 Date of Collection: 6/6/10 11:04:00 AM
Dil. Factor: 2.08 Date of Analysis: 6/22/10 11:29 AM
Rpt. Limit Amount Rpt. Limit Amount
Compound (ppbv) (ppbv) (ug/m3) (ug/m3)
Trichloroethene 1.0 3.8 5.6 20

Container Type: 1 Liter Summa Canister (100% Certified)

Method
Surrogates %Recovery Limits
1,2-Dichloroethane-d4 108 70-130
Toluene-d8 102 70-130
4-Bromofluorobenzene 97 70-130
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Client Sample |1D: 2250SS-2
Lab I D#: 1006319A-02A
MODIFIED EPA METHOD TO-15 GC/MSFULL SCAN

File Name: 6062208 Date of Collection: 6/6/10 12:30:00 PM
Dil. Factor: 2.24 Date of Analysis: 6/22/10 12:03 PM
Rpt. Limit Amount Rpt. Limit Amount
Compound (ppbv) (ppbv) (ug/m3) (ug/m3)
Trichloroethene 1.1 1.2 6.0 6.5

Container Type: 1 Liter Summa Canister (100% Certified)

Method
Surrogates %Recovery Limits
1,2-Dichloroethane-d4 113 70-130
Toluene-d8 104 70-130
4-Bromofluorobenzene 96 70-130
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Client Sample 1D: BD-06062010
Lab I D#: 1006319A-03A
MODIFIED EPA METHOD TO-15 GC/MSFULL SCAN

File Name: 6062209 Date of Collection: 6/6/10

Dil. Factor: 2.23 Date of Analysis: 6/22/10 12:29 PM
Rpt. Limit Amount Rpt. Limit Amount

Compound (ppbv) (ppbv) (ug/m3) (ug/m3)

Trichloroethene 1.1 Not Detected 6.0 Not Detected

Container Type: 1 Liter Summa Canister (100% Certified)

Method
Surrogates %Recovery Limits
1,2-Dichloroethane-d4 112 70-130
Toluene-d8 100 70-130
4-Bromofluorobenzene 84 70-130
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Client Sample I D: 2254SS-2
Lab | D#: 1006319A-04A
MODIFIED EPA METHOD TO-15 GC/MSFULL SCAN

File Name: 6062210 Date of Collection: 6/6/10 2:07:00 PM
Dil. Factor: 2.33 Date of Analysis: 6/22/10 01:41 PM
Rpt. Limit Amount Rpt. Limit Amount
Compound (ppbv) (ppbv) (ug/m3) (ug/m3)
Trichloroethene 1.2 Not Detected 6.3 Not Detected

Container Type: 1 Liter Summa Canister (100% Certified)

Method
Surrogates %Recovery Limits
1,2-Dichloroethane-d4 113 70-130
Toluene-d8 99 70-130
4-Bromofluorobenzene 94 70-130
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Client Sample ID: Lab Blank
Lab | D#: 1006319A-05A
MODIFIED EPA METHOD TO-15 GC/MSFULL SCAN

File Name: 6062206 Date of Collection: NA

Dil. Factor: 1.00 Date of Analysis: 6/22/10 10:24 AM
Rpt. Limit Amount Rpt. Limit Amount

Compound (ppbv) (ppbv) (ug/m3) (ug/m3)

Trichloroethene 0.50 Not Detected 2.7 Not Detected

Container Type: NA - Not Applicable

Method
Surrogates %Recovery Limits
1,2-Dichloroethane-d4 111 70-130
Toluene-d8 96 70-130
4-Bromofluorobenzene 93 70-130
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Client SampleID: CCV
Lab | D#: 1006319A-06A
MODIFIED EPA METHOD TO-15 GC/MSFULL SCAN

File Name: 6062202 Date of Collection: NA

Dil. Factor: 1.00 Date of Analysis: 6/22/10 07:31 AM
Compound %Recovery
Trichloroethene 106

Container Type: NA - Not Applicable

Method
Surrogates %Recovery Limits
1,2-Dichloroethane-d4 107 70-130
Toluene-d8 100 70-130
4-Bromofluorobenzene 103 70-130
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Client SampleID: LCS
Lab | D#: 1006319A-07A
MODIFIED EPA METHOD TO-15 GC/MSFULL SCAN

File Name: 6062203 Date of Collection: NA

Dil. Factor: 1.00 Date of Analysis: 6/22/10 08:16 AM
Compound %Recovery
Trichloroethene 103

Container Type: NA - Not Applicable

Method
Surrogates %Recovery Limits
1,2-Dichloroethane-d4 103 70-130
Toluene-d8 100 70-130
4-Bromofluorobenzene 99 70-130
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79 Air

Toxics L.

Sample Transportation Notice

all applicable local, State, Federal, national, and international laws, regulations and ordinances of
any kind. Air Toxics Limited assumes no liability with respect to the collection, handling or shipping
of these samples. Relinquishing signature also indicates agreement to hold harmless, defend,

Relinquishing signature on this document indicates that sample is being shipped in compliance with 180 BLUE RAVINE ROAD, SUITE B

FOLSOM, CA 95630-4719
(916) 985-1000 FAX (916) 985-1020

CHAIN-OF-CUSTODY RECO RD and m:nm:_:_? 2“ Toxics _w_a.m,ma\,mmm_:m” any claim, am:._m:a. or action, of any kind, related to the Page M of m\
) collection, handling, or shipping of mmamw_mm. D.O.T. Hotline (800) 467-4922 e
Project Manager oA ( s¢amu ) \w _u.,ommﬁ Info: ._.:_._.4_..>3:=n Lab Lise Only
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Company _{ \ww\vw,iﬂ £t 141 A5Email e - \a\, m“ y )
Address25 | fren w\;\w\ %.m QQ AMadein Project # BK ity  Rush Pressurization Gas:
wrozmwuwm L -G su8 Fax 25 -0 Project Nameh VL1 - Hrivvion wm. specify N, He
Date Time Canister Pressure/Vacuum
Lab L.D. Field Sample L.D. (Location) Can # of Collection | of Collection Analyses Requested Initial | Final | Receipt _uw.mm__
/ e o e Ol e g I G oxstLp
O\R 225055 2058 \oldzei0 | 1049 [O- 1S 24350 -8 3¢
OLR |225p55-2 240 |Glolzow| i2m0 | TP-15 78 (1732
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m%m;@_msma E? m :m\Eqmv Date/Time \ \ B Received c< Am_m:mE_.mv .Owﬁwm_. me, N zedl B
- h\%\@w XS \m 10520 pd ey Joelye # o000 &S
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Relinquished by: (signature) Date/Time 'eceived by: (signature) UEm% m\\_& \ _ _@
Lab Shipper Name Air Bill # Temp (°C) Condition Custody Seals Intact? W Work Order #
yee e O | | WA [ Yes z@\ 006314
06315,

orm 1293 rev.11 "¢




Geosyntec®

Data Validation Checklist consultants
\ / Level 1
. Cff / é ) / ' .
Reviewed by: é A il z’{ff’?@‘?gw 2 Review Date: QZ,»’/ /4 /f”‘ e
Project/Task No: PEEOOT0 K s
) YES NO
ATTACHED TO THIS FORM: 1) DATA REPORT COVER SHEETS <
2) LABORATORY NARRATIVE: =
; A VAR cod o 7oA o
Site: £ %,w/é (R R Llu,@/’“ { L4 i/ / Sample Date: _ {7 [efzoio
Laboratory Report # ;0 (a2 ;‘\ i Report Date: /w7500
Answer all questions "Yes" or "No". Any answer in a box requires comment
Review Item YES NO COMMENTS
Chain-of-custody correctly completed: "}s{] [ |

Transcription errors in chain-of-custody, field forms, I | e

or lab reports.

All data requested received: ¥

Compounds detected below reporting limit:

1]

Al} analyses within holding times: fx’ r——|
Pt

]
haS

Surrogates within control for each sample: 50

Reporting Limits Elevated by greater than 10X:

Lo
Matrix Spike/Matrix Spike Duplicate (MS/MSD) WA e ] B

within recovery control limits

Relative percent difference (RPD) within control NN VA -

limits based on MS/MSD results:

Laboratory Control Sample (LCS) within control limits: <

Continuing Calibration Verification (CCV) within »
control limits: ad

Constituents detected above reporting limits in field
equipment, travel or method blank samples:

Any laboratory qualifiers applied to data:

Are data acceptable quality:

EDD received:

EDD checked against hard copy:

EDD ready for upload:

1

Laboratory corrective actions implemented: [ I
e

e

w/

Further Validation required:

Comments:




6/25/2010

Mr. Dave Adilman
GeoSyntec Consultants
289 Great Rd.

Acton MA 01720-4766

Project Name: NMI-Hurley VI
Project #: BR0O090-16
Workorder #: 1006319A

Dear Mr. Dave Adilman

The following report includes the data for the above referenced project for sample(s)
received on 6/14/2010 at Air Toxics Ltd.

The data and associated QC analyzed by Modified TO-15 are compliant with the
project requirements or laboratory criteria with the exception of the deviations noted in
the attached case narrative.

Thank you for choosing Air Toxics Ltd. for your air analysis needs. Air Toxics Ltd. is
committed to providing accurate data of the highest quality. Please feel free to contact

the Project Manager: Ausha Scott at 916-985-1000 if you have any questions regarding
the data in this report.

Regards,

Ausha Scott

Project Manager

180 BLUE RAVINE ROAD, SUITE B FOLSOM, CA - 95630
(916) 985-1000 .FAX (916) 985-1020
Hours 6:30 A.M to 5:30 PST
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6/25/2010

Mr. Dave Adilman
GeoSyntec Consultants
289 Great Rd.

Acton MA 01720-4766

Project Name: NM1-Hurley VI
Project #: BR0O090-16
Workorder #: 1006319B

Dear Mr. Dave Adilman

The following report includes the data for the above referenced project for sample(s)
received on 6/14/2010 at Air Toxics Ltd.

The data and associated QC analyzed by Modified TO-15 are compliant with the
project requirements or laboratory criteria with the exception of the deviations noted in
the attached case narrative.

Thank you for choosing Air Toxics Ltd. for your air analysis needs. Air Toxics Ltd. is
committed to providing accurate data of the highest quality. Please feel free to contact

the Project Manager: Ausha Scott at 916-985-1000 if you have any questions regarding
the data in this report.

Regards,

Ausha Scott

Project Manager

180 BLUE RAVINE ROAD, SUITE B FOLSOM, CA - 95630
(916) 985-1000 .FAX (916) 985-1020
Hours 6:30 A.M to 5:30 PST
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WORK ORDER #  1006319B
Work Order Summary

CLIENT: Mr. Dave Adilman BILL TO:  Accounts Payable

GeoSyntec Consultants GeoSyntec Consultants

289 Great Rd. 5901 Broken Sound Parkway

Acton, MA 01720-4766 Suite 300

Boca Raton, FL 33487
PHONE: 978-263-9588 P.O.# BRO0090-16*6
FAX: PROJECT # BR0090-16 NM1-Hurley VI
DATE RECEIVED: 06/14/2010 CONTACT:  Ausha Scott
DATE COMPLETED: 06/25/2010
RECEIPT FINAL
FRACTION # NAME TEST VAC./JPRES. PRESSURE
05A 22500A-1 Modified TO-15 7.5"Hg 5 ps
05AA 22500A-1 Lab Duplicate Modified TO-15 7.5"Hg 5 ps
06A Lab Blank Modified TO-15 NA NA
07A cecv Modified TO-15 NA NA
08A LCS Modified TO-15 NA NA
T R, _._f'_:r”.) a{:'f_:’i’;..ﬁ-;-r}z:af-'?'{—-"'

CERTIREDBY: pATE: 06/25/10

Laboratory Director

Certfication numbers: CA NELAP - 02110CA, LA NELAP/LELAP- Al 30763,
NY NELAP - 11291, UT NELAP - 9166389892, AZ Licensure AZ0719
Name of Accrediting Agency: NEL AP/Florida Department of Health, Scope of Application: Clean Air Act,
Accreditation number: E87680, Effective date: 07/01/09, Expiration date: 06/30/10
Air Toxics Ltd. certifies that the test results contained in this report meet all requirements of the NELAC standards

This report shall not be reproduced, except in full, without the written approval of Air Toxics Ltd.

180 BLUE RAVINE ROAD, SUITE B FOLSOM, CA - 95630
(916) 985-1000 . (800) 985-5955 . FAX (916) 985-1020
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Laboratory Services Since 1989

LABORATORY NARRATIVE
Modified TO-15
GeoSyntec Consultants
Workor der# 10063198

One 6 Liter Summa Canister (SIM Certified) sample was received on June 14, 2010. The laboratory
performed anaysis via modified EPA Method TO-15 using GC/MS in the full scan mode.

This workorder was independently validated prior to submittal using 'USEPA National Functional
Guiddines as generally applied to the anadyss of volatile organic compounds in air. A rules-based,
logic driven, independent validation engine was employed to assess completeness, evaluate pass/fail of
relevant project quality control requirements and verification of al quantified amounts.

Method modifications taken to run these samples are summarized in the table below. Specific project
requirements may over-ride the ATL modifications.

Requirement TO-15 ATL Modifications

ICAL %RSD acceptance +- 30% RSD with 2 30% RSD with 4 compounds allowed out to < 40% RSD

criteria compounds allowed out
to < 40% RSD

Daily Calibration +- 30% Difference </= 30% Difference with four allowed out up to

</=40%.; flag and narrate outliers

Blank and standards Zero ar Nitrogen

Method Detection Limit Follow 40CFR Pt.136 The MDL met al relevant requirements in Method
App. B TO-15 (statistical MDL less than the LOQ). The

concentration of the spiked replicate may have exceeded
10X the calculated MDL in some cases

Sample collection media Summa canister ATL recommends use of summa canisters to insure data
defensibility, but will report results from Tedlar bags at
client request

Recaiving Notes

There were no receiving discrepancies.
Analytical Notes

There were no anaytical discrepancies.

Definition of Data Qualifying Flags

Eight qualifiers may have been used on the data analysis sheets and indicates as follows:

B - Compound present in laboratory blank greater than reporting limit (background subtractior
not performed).

J- Estimated value.

E - Exceedsinstrument calibration range.

S - Saturated peak.

Q - Exceeds quality control limits.
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Laboratory Services Since 1989

U - Compound analyzed for but not detected above the reporting limit.
UJ- Non-detected compound associated with low biasin the CCV
N - The identification is based on presumptive evidence.

File extensions may have been used on the data anays's sheets and indicates
asfollows:

aFile was requantified

b-File was quantified by a second column and detector

r1-File was requantified for the purpose of reissue

Page 4 of 10



Summary of Detected Compounds
MODIFIED EPA METHOD TO-15 GC/MSFULL SCAN

Client Sample 1D: 22500A-1

Lab | D#: 1006319B-05A
No Detections Were Found.

Client Sample ID: 22500A-1 Lab Duplicate

Lab | D#: 1006319B-05AA
No Detections Were Found.
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Client Sample 1D: 22500A-1
Lab I D#: 1006319B-05A
MODIFIED EPA METHOD TO-15 GC/MSFULL SCAN

File Name: 5062205 Date of Collection: 6/6/10 3:51:00 PM
Dil. Factor: 1.79 Date of Analysis: 6/22/10 12:25 PM
Rpt. Limit Amount Rpt. Limit Amount
Compound (ppbv) (ppbv) (ug/m3) (ug/m3)
Trichloroethene 0.18 Not Detected 0.96 Not Detected

Container Type: 6 Liter Summa Canister (SIM Certified)

Method
Surrogates %Recovery Limits
1,2-Dichloroethane-d4 96 70-130
Toluene-d8 105 70-130
4-Bromofluorobenzene 98 70-130
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Client Sample ID: 22500A-1 Lab Duplicate
Lab | D#: 1006319B-05AA
MODIFIED EPA METHOD TO-15 GC/MSFULL SCAN

File Name: 5062206 Date of Collection: 6/6/10 3:51:00 PM
Dil. Factor: 1.79 Date of Analysis: 6/22/10 01:11 PM
Rpt. Limit Amount Rpt. Limit Amount
Compound (ppbv) (ppbv) (ug/m3) (ug/m3)
Trichloroethene 0.18 Not Detected 0.96 Not Detected

Container Type: 6 Liter Summa Canister (SIM Certified)

Method
Surrogates %Recovery Limits
1,2-Dichloroethane-d4 98 70-130
Toluene-d8 98 70-130
4-Bromofluorobenzene 99 70-130
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Client Sample ID: Lab Blank
Lab | D#: 1006319B-06A
MODIFIED EPA METHOD TO-15 GC/MSFULL SCAN

File Name: s062204 Date of Collection: NA
Dil. Factor: 1.00 Date of Analysis: 6/22/10 11:35 AM

Rpt. Limit Amount Rpt. Limit Amount
Compound (ppbv) (ppbv) (ug/m3) (ug/m3)
Trichloroethene 0.10 Not Detected 0.54 Not Detected
Container Type: NA - Not Applicable

Method

Surrogates %Recovery Limits
1,2-Dichloroethane-d4 93 70-130
Toluene-d8 96 70-130
4-Bromofluorobenzene 93 70-130
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Client SampleID: CCV
Lab I D#: 1006319B-07A
MODIFIED EPA METHOD TO-15 GC/MSFULL SCAN

File Name: 5062202 Date of Collection: NA

Dil. Factor: 1.00 Date of Analysis: 6/22/10 10:31 AM
Compound %Recovery
Trichloroethene 116

Container Type: NA - Not Applicable

Method
Surrogates %Recovery Limits
1,2-Dichloroethane-d4 87 70-130
Toluene-d8 97 70-130
4-Bromofluorobenzene 104 70-130
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Client SampleID: LCS
Lab | D#: 1006319B-08A
MODIFIED EPA METHOD TO-15 GC/MSFULL SCAN

File Name: 5062203 Date of Collection: NA

Dil. Factor: 1.00 Date of Analysis: 6/22/10 11:02 AM
Compound %Recovery
Trichloroethene 105

Container Type: NA - Not Applicable

Method
Surrogates %Recovery Limits
1,2-Dichloroethane-d4 91 70-130
Toluene-d8 96 70-130
4-Bromofluorobenzene 103 70-130
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b ~ \I Sample Transportation Notice
\ Relinquishing signature on this document indicates that sample is being shipped in compliance with 180 BLUE RAVINE ROAD, SUITE B
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